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1.0

1.1

1.2

1.3

INTRODUCTION

This chapter explains the purpose of the conventon, the scope of
the guidance, and provides an explanation of how to use the
convention,

PURPOSE OF THE CONVENTION

The convention provides general guidance on the implementaton
of American National Standards Instityte (ANSD Accredited Suand-
ards Commistee (ASC) X12 elecwonic daw interchange (EDI)
standards within automated information systems (AlS) and nfor-
mation interchange procedures that reguire the collection, report-
ing. and/or exchange of data needed to perform defense missions,

SCOPE

The guidance is provided for two components. First, it may be
used by nrgamizational elements of the DoD community. It may
also be useful to organizations external to DoD that exchange data
with the DoD community in the course of their business relation-
ships.

The DoD community encompasses the Military Services. Orpaniza-
tions of the Joint Chiefs of Swaff, Unified and Specified Commands.
Office of the Secretary of Defense, and the Defense agencies. (That
community is collectively referred to as the DoD Components.)

Organizational entities external to DoD include (a) non-Govern-
ment organizations, both commercial and nonprofit; (b) Federal
agencies of the United States Government other than DoD:
(c) local and state governments: (d) foreign national governments;
and (e) international government organizations.

The draft convention published in this document is for trial use
and comment. DoD Components must submit to the DoD EDI
Executive Agent (EA) their data requirements that are not covered
in the conventions as soon as possible, as indicaled in Chapter 2.0,
Section 2.1,

RESPONSIBLE ENTITY

The Defense Logistics Agency (DLA) is DoD's Executive Agent
for implementing and maintaining Defense-wide programs for
(a) EDI in accordance with DepSecDef memorandum of May 24.
1988, Subject: Electronic Data Interchange of Business-Related
Transactions; and (b) Protection of Logistics Unclassified/Sensi-
tive Systems (PLUS) in accordance with Assistant Secretary of
Defense (Production and Logistics) {[ASD(P&L)] memorandum of
November 21, 1989, Subject: Production and Logistics Task
Group for Data Proiection. Publication of these conventions is
based upon this authority. See Chapter 2.0 Maintenance. Section 2.1
for office point of contact.

BASELINE AS OF: JANUARY 29, 1993
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1.4

1.4.1

1.4.1.1

14.1.2

1413

HOW TO USE THE IMPLEMENTATION
CONVENTION

The main topics and structures of this document conform o the
EDi implementation Reference Manual Guidelines document that
wias developed by a task group of the subcommuttee on ¢ducation
and mmplementation of the ASC X12. The purpose of having
agreed-upon topics and structure s to fucihiate reference by the
many industry and DoD personnel who are involved inimplement-
ing the uniform standards for electrome interchange of business
transaclions.

Conventions, Standards, and Guidelines
The terms conventions, standards, and  guidelines are used
throughout the document and are defined as follows

*  Conventions are the common practuices and/or pterpretations
of the use of ASC X12 standards. Canventions define what i«
included in a specific implementation of an ASC X 12 standard.

« Standards are the techmical documentation approved by
ASC XI12; specifically, transaction sets. segments, data ele-
ments, code sets, and interchange control structure.  Standards
provide the structure for each ASC X12 document.

o Guidelines are instructions on the use of EDL. Thev provide
additional information to assist in conducting EDI. Guidelines
are intended to provide assistance and should aot be vour <ole
source of information.

Who Develaps the Conventions?

Conventions result from a joint ¢ffort between business. technical.
and EDI ASC X12 standards experts. The business data require-
ment is defined. a transaction set is sclected. and the data require-
ment is then identified with data elements in the transaction set.
A convention is usually developed before any computer EDI sys-
tems development work and serves as a design document when the
development process begins.

Why Use a Convention?

To create an ASC X12 transaction, a user must know the data
requirements, understand the ASC X12 standard. and be able to
use that information to develop an interface program between the
computer application and the ASC X12 translator. The necessary
information to perform this task is contained in the convention
document. Users who follow the convention will create a transac-
tion set that all DoD users understand.

Who Needs a Convention?

System analysts and application programmers who plan to create
or read ASC X12 transactions use a convention to aid in interface
software design.  The convention will help the programmer and
analyst identify where their application data requirement should he
carried in an ASC X12 transaction set.

1.0.2
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1.4.4.4 Can | Develop a Convention?

1.4.2

1.4.21

1.4.2.2

Conventions already exist for some of the most common business
practices. Copies of existing conventions can be acquired through
your organization’s EDI coordinator at the strt of an EDI project.
If you find po conventions for the business practice vou are about
10 implement, your EDI coordinator should contact the DoD Ex-
ecutive Agent for EDL See Chapter 2.0, Mainrenance, Section 2.1
for the point of contact.

Documentation ot Conventions

Conventions are adopted from, and are intended to be in confor-
mance with, ANSI ASC X12 suandards or ASC X12 Draft Stand-
ards for Trial Use (DSTU).

Transaction Set

Figure 1.4-1 provides an example of a transaction set table. The
transaction set defines information of business or strategic sig-
nificance and consists of a transaction set header segment, one or
more data segments in a specified order. and a transaction set
trailer seement. The actual ASC X12 standard as it appears in the
official ASC X 12 standards manual is presented on the right side
of the page. This standard also includes both syntax notes and
comments. The specific DoD usage designator is presented on the
left side of the page.

The designation “N/U™ appears in the left column if DoD does not
use the specific segment. A page number will appear if the segment
1s used.

Transaction Set Segment
Figure 1.4-2 is an example of a transaction set segment.

DoD usage is specified on the left side of the page. For identifier
(ID) — type data elements, acceptable code values are listed on
the right side of the page under the definitions of the element.

DoD notes, reflecting how the convention is to be used appear on
the right side of the page at the segment level or the data element
fevel,

The following definitions are for use in interpreting the data
element requirement designators in the DoD-specific segment
directory section of the convention. For ASC X12 usage. sec the
definitions in X/2.6 Application Control Structure.

+  Mandatory
Mandatory data elements are defined by ASC X12,

+  Optional
Optional data elements are used at the discretion of the sending
party or are based upon mutual agreement between trading
partners.

BASELINE AS OF: JANUARY 29, 1993
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824 - APPLICATION ADVICE
ANS! ASC X12 VERSIOWRELEASE 003010000 _

824 Application Advice

This standard provides the format and establishes the data comems of the
Application Adwvice Transaction Set (824} within the comenxt ot an Electronk
Data interchange (ED!) environmeant This transaction set provides the abiity
to repor the resuits of an application system’s data content edns ot
transaction sets. The results of editing transaction sets can be reparted at the
tunctional group and transaction set level, in ether coded or free-form format
It is designed to accomodate the business need o reponing the acceptance.
rejection or acceptance with change of any transaction set. The Apphcation
Agvice should not be used in place of a transaction set designed as a
specitic response 10 another transaction set (e.g.. purchase order
acknowladgemen sent in response 10 a purchase orger)

Table 1

PAQE S POB. 8 460,10 NAME NEQ DEL.  MAY USE LOOP REPEAT
2 010 ST  Transaction Set Header M 1
3 020 BGN Beginning Segment L 1

LOOP ID - Nt 2‘1
4 030 N1 Name 0 1 :
5 040 N2  Additional Name Information 0 2 .
6 0s0 N3 Address Information o] 2 .
7 060 N4 Geographic Location [s] 1 ;
8 070 REF Raference Numbers 0 12 s
9 080 PER Administrative Communications Cortact O 3 ;

Table 2

PAGE e POR & SEG. 10  MNAME Q. DS,  WAX USE LOOP AEPEAT

LOOPID -OT Wﬂlﬂ
10 010 OTl  Onginal Transaction Identification M 1 .
12 020 REF Reference Numbers 0 12
13 030 DTM Date/Time Reference o/ 2 ;
N/U 040 PER Administrative Communications Contact 0 3
N/U 050 AMT  Monetary Amount o] 10
N/U 060 QTY Quantity (o] 10

LOOP ID - TED 10000 |

14 070 TED Technical Error Descnption o] 1
15 080 NTE Note/Special Instruction 0 100
16 090 SE  Transaction Set Trailer M 1
1 DAOT - JANUARY 29 1992
Figure 1.4-1 Example of a Transaction Set Table '
1.0.4 BASELINE AS OF: JANUARY 29,1993
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824 - APPUCATION ADVICE
BGN - BEGINNING SEGMENT ANS! ASC X12 VERSION RELEASE 003010000

segment: BGN Beginning Segment
L.evel: Header
L.oop:
Mandatory Usage: Mandatory
Max Use: 1
Purpose: Toindicate the beginning of a transaction set
Syntax: it BGNOS is used. BGNOC4 is required
Comments: 1. BGNO2 is the Transaction Set Reference Number.
2. BGNO3 15 the Transaction Set Date
3. BGNO4 is the Transaction Set Time.
4. BGNOS is the transaction set ime qualitier.

Data Element Summary

DATA

P _whewa s srmeryy

Mandstory BGNO1 353 Transaction Set Purposs Code M D 22
Code identitying purpose of transaction set,

00 Originat

01 Cancellation
04 Change

12 Not Processed

Mandatory BGNO2 127 Refsrence Number M AN 1130
Reference numbaer or identdication number as defined for a particular
Transaction Set, or as speciied by the Reference Number Quaidier.

Mandatory BGNO3 373 Data M DT 686
Date (YYMMDD).
Conditionst BGNO4 337 Time C ™ «a
Time expressed in 24-hour clock time (HHMM. time range: 0000 though 2359).
implernentation Note:
Use HHMM.
Not Used BGNOS 623 Time Code [ I o) 22
3 DAO? - JANUARY 29 1993

Figure 1.4-2 Example of a Transaction Set Segment

BASELINE AS OF: JANUARY 29, 1983 1.08
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Reguired
Reguired data clements are considered opuonal under
ASC X12 rules, but are required by Dol deaivion

Recommended

Recommended data elements are consudered opnonsl ander
ASC X112 rules and by the DoD. byt the industny recommends
their use to facihtie EDL Most compames i the mdusan
are expected o use this data element

Nor Used
“Not Used™ data elements are those that the DoD) does not
use.

Conditional
Conditional data elements depend on the presence of other daty
elements in the transaction set.

1.0.6
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2.0

2.1

2.2

MAINTENANCE

This chapter describes the procedures for mantaning the DoD
conventions. It alse presents a secthion on version/relense ming.

MAINTAINING CONVENTIONS

The DLA, as DoD’s Executive Agent for EDI and PLUS, has
established a joint program office to oversee implementation of
EDL Some of the functions of this program office are 10 maintain
configuration contol of related standards and common support
packages (e.g.. versions of ASC X12 standards and PLUS algo-
rithms emploved), participate in the standards-setting process. and
ensure compliance with approved EDI standards.

To accomplish these functions. the joint program office has estab-
lished a conventions and standards developmen: and maintenance
process whose objectives are: (1) to obtarn ASC X12 data requare-
ments from the DoD Components and present the requirements to
the ASC X12 for coasideration as ANSI standards, and (2) to
develop and maintain conventions for use by DoD Components
and their potential trading parners.

To take advantage of, and not duplicate, existing data stan-
dardization processes, the EA has established focal points
within the ASD Offices, the Military Services, and the Defense
Agencies from which EDI information is obtained and dissemi-
nated.

The EA’s pnmary source of information about DoD’s dat require-
ments is the EDI User.

Changes to this publication and recommended changes to ANS)
ASC X12 should be forwarded througl. vour organizational point
of contact for data standardization to:

EDI Standards Coordinator
ATTN: DLA-ZC

Cameron Station
Alexandria, VA 22304-6100

See Chapter 4 for reproducible ASC X12 Work Request forms,

VERSION/RELEASE TIMING

Identification of the official “version™ of a standard is critical to
the successful interchange of information. Each panticipant must
be able to send and receive the same version to ensure the accuyracy
of the information exchanged.

The version is trapsmitted as a 12-character code 1n the Functional
Group Header segment (GS) in Data Element #480. Ver-
sion/Release/Industry ID. This 12-character code ix used by
ASC X12 as follows:

BASELINE AS OF: JANUARY 29,1993
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Positi onte
1-3 Verston number
4--5 Release level of version
6 Subrelease
7-12 DoD/Industry or Trade Association ID

ASC X12 assigns the codes in positions 1 through 6.

A major version (1-3) will change only after an official public
review cycle, leading to republication of a new American National
Standard.

Release level of each new major version (4-6) will begin at 000"
and incremented by 1 for each new ASC X12 approved publication
cycle, usually once a yeai. The fifth character designates the
release and the sixth character designates the subrelease.

DoD/Industry/Trade Association ID (7-12) is used to identify
conventions. For this suffix. DoD will use “DoD_" with the 10th
character identifying successive publications. The 1lth and 12th
characters may be used by the Military Departments or Defense
Agencies.

DoD conventions for using ASC XI12 standards are pubhlished
annually. Conventious developed for each release will be main-
tained for 4 years. Military Services and DoD Agencies will
determine which release 10 use on the basis of business need but
will not use any release more than 4 years old without approval
of the DoD EA.

2.0.2
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840 - REQUEST FOR QUOTATION

ANS! ASC X12 VERSION/-RELEASE 00301000D

3.0

'
Y

DoD CONVENTIONS FOR USING
ASC X12 TRANSACTION SETS

This chapter defines the DoD ransaction set convennons, [t
includes the instrucuons for implementng the comtrol structure and
defintions of tie usage indicators and apphicable codes,

INTRODUCTION

The power of the ASC X12 standard is in s building block
concept. which standardizes the essentiai elesaents of business
transactions, It s analogous to a “standard bilt of mutenials and
the construction specifications.” which gives the architect
flexibility in what can be designed with standirdized matersds and
procedures, The EDI system designer, hke the architect, uses the
ASC X12 standards to build business transactions that are ofien
differemt because of their function and vet wiihze the ASC X1
standards. The “bill of matenals and the construction specificition”
of ASC X12 are the standards found in the published technical
documentation.

ASC X123 ~ The Data Element Dictionary specifies the data
clements veed in the construction of the segments that comprise
the transaction scts developed by ASC X12.

ASC X12.5 ~ The lnterchange Centrol Structure provides the
interchange control segment (also called an ¢nvelope) of a header
and trai’2r for the clectronic interchange throupgh a data transmis-
sion; it also provide a structure to acknowledge the receipt and
processing of the envelope.

ASC X12.6 - The Application Control Structure defines the basic
contro! structures. syntax rules, and semantics of EDL

ASC X12.22 ~ The Data Segment Dircctory provides the defini-
tions and specifications of the segments used in the construction
of transaction scts developed by ASC X12.

The DoD convention in Section 3.4 conform 1o the above standards
and each transaction sct s a camplete document to the extent
possible. For further clanfication of acronyms. abbreviations. and
codes, refer 10 ASC X 12 published technical documentation. Con-
tact the DoD EDI! Executive Agent for copies or the Data Inter-
change Standards Association. Inc., Suite 355, 1800 Diagonal
Road. Alexandria. VA 22314,

CONTROL SEGMENTS

In addition to the communication control structure. the EDI structure
provides the standards user with multiple levels of control 1o ensure
data integrity. It does so by using header and trailer control segments

BASELINE AS OF: JANUARY 29, 1993
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ANSI ASC X12 VERSION/RELEASE 003010D0D _

840 - REQUEST FOR QUOTATION

3.2.1

designed to identfy uniquely the start and end of the interchange
functional groups and transaction sets.  The relationship of these
control segments is shown in Figure 32-1. Control Sepment
specifications are defined in Section 3.2.2.

Description of Use

The interchange header and trailer segments surround one or more
functional groups or interchange-related control segments and per-
form the following functions:

« Define the data clement separators and data segment ter-
minators

+  Identify the sender and receiver
»  Provide control information
»  Allow for authorization and security information.

The Interchange Acknolwedgment Segment is used to acknowledge
one interchange header and trailer envelope where the envelope
surrounds one or more functional groups. (No acknowledgment is
made for the interchange acknowledgment.)

The interchange control number value in the acknowledgment
(TA1 segment) is the same as that for the ISA segment that is
being acknowledged. The control number serves as a link between
the interchange header and trailer and the acknowledgment of that
header and trailer.

The interchange acknowledgment does not report any status on the
functional groups contained in the interchange and is separate
from the communication system’s error procedures.

The preparer of the interchange header and trailer indicates the
level of acknowledgment in Data Element 113, Acknowledgment
Requested. If an acknowledgment is requested, then the recipient
must return an acknowledgment. If not requested. none should be
given.

The intcrchange acknowledgment control segments are placed after
the interchange header and before the first functional group or
before the interchange trailer if there are no functional groups.

Control segments are standard for all implementation conventions
produced for the Department of Defense. Some codes associated
with individual data elements within the control segments are
unique to the individual transaction set. Others, identify the ANSI
version and release in which the convention is written.

3.0.2
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ANSI ASC X12 VERSION/RELEASE 003010DOD_

ISA
GS
ST

ST

GE

IEA

/ Communications Transport Protoco!

/ interchange Control Header

/ Functional Group Header
/_Transaction Set Header

Detail Segments
(e.g.. Purchase Order)

SE \_ITransaction Set Trailer

/ Transaction Set Header

Detail Segments
(e.g.. Purchase Order)

Functional Group

SE \ Transaction Set Trailer

GS / Functional Group Header

\ Functional Group Trailer

ST/ Transaction Set Header

Detail Segments
(e.g.. Receiving Advice)

SE \\_Transaction Set Trailer

Functional Group

GE \__ Functional Group Trailer

\ Interchange Control Trailer

interchange Envelope
Communications Session

. Communications Transport Protocol

Figure 3.2-1. Hierarchical Structure

BASELINE AS OF: JANUARY 29, 1993

3.0.3




DEPARTMENT OF DEFENSE
DRAFT IMPLEMENTATION CONVENTION

840 - REQUEST FOR QUOTATION
ANSI ASC X12 VERSION/RELEASE 0063010D0D_ .

3.04 BASELINE AS OF: JANUARY 29, 1993




DEPARTMENT OF DEFENSE
DRAFTIMPLEMENTATION CONVENTION

840 - REQUEST FOR QUOTATION
. ANSI ASC X12 VERSION/RELEASE 003010DOD_

3.2.2 Control Segment Specifications

BASELINE AS OF: JANUARY 29, 1993 3.0.5




DEPARTMENT OF DEFENSE
DRAFT IMPLEMENTATION CONVENTION

840 - REQUEST FOR QUOTATION
ANSI ASC X12 VERSION/RELEASE 003010DOD_ .

3.0.6 BASELINE AS OF: JANUARY 29, 1993

#




DEPARTMENT OF DEFENSE
DRAFT IMPLEMENTATION CONVENTION

001 - CONTROL SEGMENTS 840 REQUEST FOR QUOTATION
ISA - INTERCHANGE CONTROL HEADER ANSI ASC X12 VERSION/RELEASE G03010DOD

Mandatory

Mandatory

Mandatory

Mandatory

Mandatory

Mandatory

Mandatory

segment: ISA Interchange Control Header

Purpose: To start and identify an interchange of one or more functional groups
and interchange-related control segments.

Data Element Summary
REF. DATA
DES. ELEMENT NAME ATTRIBUTES
ISA01 101 Authorization information Qualifier M D 22

Code to identify the type of information in the Authorization Information.
00 No Authorization Information Present (No Meaningfu! information in 102)

ISA02 102  Authorization Information M AN 1010
Information used for additional identification or authorization of the sender or the
data in the interchange. The type of information is set by the Authorization
Information Qualifier.

implementation Note:
If no awthorization information is agreed to by trading partners. fill field with blanks.

ISAD3 103 Security Information Qualifier M ID 2/2
Code to identify the type of information in the Security Information.

01 Password

ISA04 104  Security information M AN 10/10
This is used for identifying the security information about the sender or tiie data
in the interchange. The type of information is set by the Security information
Qualitier.

Implementation Note:
An agreed upon password_ If no security information is agreed to by 1rading partners, fill field with blarks.

ISA05 105 Interchange ID Qualifier M ID 2/2
Qualifier to designate the system/method of code structure used to designate the
sender or receiver ID element being qualified.

ZZ Mutually Defined
Code Value Implementation Note:
An agreed upon designation of DoD Activity Address Code (DoDAAC ) or other code coordinated
with the value-added network (VAN).

ISAQ6 106 Interchange Sender ID M ID 15115
Identification code published by the sender for other parties to use as the
receiver |D to route data to them. The sender always codes this number in the
sender |D element.

Implementation Note:

DoD activities use Department of Defense Activity Address Code (DoDAAC ) or other code coordinated with
the value-added network (VAN). Non-DoD activities use identification code qualified by ISAOS and
coordinated with the VAN.

ISA07 105 interchange ID Qualifier M D 212
Qualifier to designate the system/method of code struciure used to designate the

sender or receiver 1D element being qualified.
ZZ Mutually Defined

BASELINE AS OF: JANUARY 29, 1993 . DI06 3.0.7
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Code Value Implementation Note:
An agreed upon designation of Do} Activity Address Code (DoDAAC ) or other code coordinated
with the value-added network (VAN ).

Mandatory ISA08 107 Interchange Receiver ID M ID 1515
identification code published by the receiver of the data. When sending, it is
used by the sender as their sending iD, thus other parties sending to them will
use this as a raceiving 1D to route data to them.

implementation Note:

DoD activities use Department of Defense Activity Address Code (DoDAAC) or other code coordinated with
the value-added network (VAN). Non-DoD activities use identification code qualified by ISAOS and
coordinated with the VAN.

Mandatory ISA0S 108 interchange Date M DT 66
Date of the interchange.

Implementation Note:
Assigned by translation software. YYMMDD

Mandatory ISA10 108 Interchange Time M TM 44
Time of the interchange.

Implementation Note:
Assigned by translation software. HHMM

Mandatory iSA11 110  Interchange Control Standards Identifier M D 11
Code to identify the agency responsible for the control standard used by the
message that is enclosed by the interchange header and trailer.

U U.S. EDI Community of ASC X12, TDCC, and UCS

Mandatory ISA12 111  Interchange Control Version Number M D 5/5
This version number covers the interchange control segments and the functional
group control segments.

00301 Draft Standard for Trial Use Approved for Publication by ASC X12 Procedures
Review Board Through October 1990

Code Value Implementation Note:
Version ID as defined or agreed upon by the treding partners.

Mandatory ISA13 112  Interchange Control Number M NO 978
This number uniquely identifies the interchange data to the sender. It is assigned
by the sender. Together with the sender ID it uniquely identifies the interchange
data to the receiver. it is suggested that the sendar, receiver, and all third parties
be able to maintain an audit trail of interchanges using this number.

Mandatory ISA14 113 Acknowledgment Requested M D 11
Code sent by the sender o request an interchange acknowledgment.

0 No Acknowledgment Requested
1 Interchange Acknowledgment Requested

Mandatory ISA15 114 Test Indicator M D "
Code to indicate whether data enclosed by this interchange envelope is test or
production,

P Production Data
T Test Data

3.08 BASELINE AS OF: JANUARY 29, i732 DTG5
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Code Value Implementation Note:
Assigned by translation software.

Mandatory ISA16 115 Subelement Separator M AN 1/
This is a field reserved for future expansion in separating data element
subgroups. {In the interest of a migration to international standards, this should

be ditferent from the data element separator).

Implementation Note:
Use character "<".

BASELINE AS OF: JANUARY 29, 1893 - DIo6 3.0.9
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segment: GS Functional Group Header

Purpo-~: To indicate the beginning of a functional group and to provide control
information

Syntax: The data interchange control number (GS06) in this header must be
identical to the same data element in the associated Functional Group
Trailer (GE02).

Comment: A functional group of related transaction sets, within the scope of X12
standards, consists of a coliection of similar transaction sets enclosed by
a functional group header and a functional group trailer.

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
Mandatory GS01 479 Functional Identifier Code M D 22
Code identifying a group of application related Transaction Sets.
Implementation Note:
Choose the code value appropriate to the information content of the functional group. See X 12 Dictionary for
source code list.
RQ Request for Quotation {(840) and Contract Award (836)

Mandatory GS02 142 Application Sender’s Code M AN 2115
Code identifying party sending transmission. Codes agreed to by trading
panners.

Implementation Note:

DoD activities use Department of Defense Activity Address Code (DoDAAC). Non-DoD activities use
identification code assigned by DoD activity. Recommend for increased security that non-DoD code differ
Jrom that used in ISA06.

Mandatory GS03 124 Application Receiver's Code M AN 215
Code identifying party receiving transmission. Codes agreed to by trading
parnners.

Implementation Note:

DoD activities use Department of Defense Activity Address Code (DoDAAC). Non-DoD activities use
identification code assigned by DoD activity. Recommend for increased security that »on-DoD code differ
from that used in ISADS.

Mandatory GS04 29 Group Date M DT 66
Date sender generated a functional group of transaction sets.

Implementation Note:
Assigned by translation software.

Mandatory GS05 30 GroupTime M TM 44
Time (HHMM) when the sender generated a functional group of transaction sets
{local time at sender’'s location).

Implementation Note:
Assigned by translation softiware.

Mandatory GS06 28  Group Control Number M No 1/9
Assigned number originated and maintained by the sender.
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Mandatory

Mandatory

Implementation Note-
Assigned by translation software.

GSo7

GS08

455 Responsible Agency Code M ID 1/2
Code used in conjunction with Data Element 480 to identity the issuer of the
standard.

X Accredited Standards Committee X12

Code Value Implementation Note:
Indicates that an ANSI X12 standard is being iransmitted.

480 Version/Release/Industry ID Code M ID 112
Code indicating the version, release, subrelease and industry identifier of the EDI
standard being used. Positions 1-3, version number; positions 4-6, release and
subrelease level of version; positions 7-12, industry or trade association identifier
(optionally assigned by user).

003010 Draft Standards Approved By ASC X12 Through June 1390.

Code Value Implementation Note:
Code value agreed to by trading partners. See X12 Dictionary for source code list.
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segment: GE Functional Group Trailer

Purpose: To indicate the end of a functional group and to provide control
information

Syntax: The data interchange control number (GE02}) in this trailer must be
identical to the same data element in the associated Functional Group
Header (GS06).

Comment: The use of identical data interchange controf numbers in the associated
functional group header and trailer is designed to maximize functional
group integrity. The control number is the same as that used in the
corresponding header.

Data Element Summary

REF. DATA

DES. ELEMENT _ NAME ATTRIBUTES
Mandatory GEO1 97  Number of Transaction Sets Included M No /6
Total number of transaction sets included in the functional group or interchange
{transmission) group terminated by the trailer containing this data element.
Implementation Note:

Assigned by translation software.

Mandatory GE02 28  Group Control Number M No 19
Assigned number originated and maintained by the sender.
Implementation Note:
Assigned by the translation software. This control number must match the control number of the preceding
GS06 control number.

3.0.12 BASELINE AS OF: JANUARY 29, 1993 . Di06
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Mandatory

Mandatory

segment: |EA interchange Controt Trailer

Purpose: To define the end of an interchange of one or more tunctional groups
and interchange-related control segments.

Data Element Summary

REF. DATA
DES, ELEMENT  NAME ATTRIBUTES
IEAO1 116  Number of Included Functional Groups M NO 15

A count of the number of functional groups included in a transmission.

Implementation Note:
Assigned by translation software.

IEAQ2 112  interchange Control Number M No 99
This number uniquely identifies the interchange data to the sender. it is assigned

by the sender. Together with the sender {D # uniquely identifies the interchange
data to the receiver. It is suggested that the sender, receiver. and all third parties
be able to maintain an audit trail of interchanges using this number.

Implementation Note:
Assigned by the transiation sofiware. This number must match the number that occurs in ISAI3
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3.3 EXAMPLE OF CONVENTION USE
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EXAMPLE - REQUEST FOR QOUOTATION TRANSACTION SET (840)

ASCX12 EDI FORMAT
ST*840*RFQU001 N/L

BQT*00*N0001993Q3010*921031*106*921115 N/L

REF*65*N0001993Q3010 N/L.

REF*RQ* N000192252055 N/L

PER*IC*MR. JAMES BOND*EM*TZQ977532 N/L

FOB*DF*DE****OR N/L

DTM*002*930630 N/L

PWK*MR*EL N/L

PO1*0001*4*ST***MG*B918273645 N/L.

PID*F****AIRCRAFT BRAKES N/L

PWK*CP*WS*6 N/L

PKG*S*37*DD*P22*BUBBLE WRAP N/L

NI*ST**16*78256 N/L

PO1*0002*10*EA***FS*2610016782436 N/L

DEFINITION

THIS IS AN 840 REQUEST FOR QUOTATION
TRANSACTION SET WITH A CONTROL
NUMBER OF RFQ0001.

AN ORIGINAL RFQ NUMBER N0001993Q3010
DATED OCTOBER 31, 1992 WITH A REQUIRED
RESPONSE DATE OF NOVEMBER 15, 1992.

THE UNIQUE TRACKING NUMBER FOR THIS
TRANSACTION SET IS N0001993Q3010.

THE REQUISITION NUMBER IS
N000192252055.

THE BUYING ACTIVITY POINT OF CONTACT
AND HIS ELECTRONIC MAIL ADDRESS,

THE METHOD OF PAYMENT WILL BE
DETERMINED BY THE TRADING PARTNERS.
FOB POINT IS AT THE DESTINATION AND
INSPECTION/ACCEPTANCE POINT IS AT
ORIGIN.

REQUIRED DELIVERY DATE IS JUNE 30, 1993.
THE MATERIAL INSPECTION AND RECEIVING
REPORT SHOULD BE SENT
ELECTRONICALLY.

ITEM 0001 IS FOR 4 SETS OF
MANUFACTURER'S PART NUMBER
B918273645.

LINE ITEM 0001 IS AIRCRAFT BRAKES.

SIX COPIES OF A MATERIAL CERTIFICATION
SHOULD ACCOMPANY THE SHIPMENT.

PACKAGING FOR LINE ITEM 0001 WILL
CONSIST OF BUBBLE WRAP. CODE P22 FROM
INDUSTRY PACKAGING CODES.

SHIP TO ZIP CODE 78256.

LINE ITEM 002 IS FOR 10 EACH OF NATIONAL
STOCK NUMBER 2610016782436.

BASELINE AS OF: JANUARY 29, 1993
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PID*F****TIRES, AIRCRAFT N/L LINE ITEM 0002 IS AIRCRAFT TIRES.
MEA*CT*PO****10 N.L A 10 PERCENT OVER QUANTITY VARIATION
IS AUTHORIZED.
N1*ST**16*20001 N/L SHIP TO ZIP CODE 20001.
CTT*2N/L THERE ARE 2 PO1 SEGMENTS IN THIS
TRANSACTION SET.
SE*19*RFQ0001 N/L THE TRANSACTION SET HAS 19 SEGMENTS

AND THE CONTROL NUMBER IS RFQO0001.

NOTE: ALL NUMBERS ARE NOTIONAL AND USED FOR ILLUSTRATION PURPOSES ONLY.

3.0.18 BASELINE AS OF: JANUARY 29, 1993
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3.4 DoD CONVENTION

BASELINE AS OF: JANUARY 29, 1993
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840 Request for Quotation

This standard provides the format and establishes the data contents of a
request tor quotation transaction set. The request for quotation transaction
set provides potential buyers with the ability to solicit price, delivery
schedule, and other items from potential sellers of goods and services.

Table 1
PAGE# POS. # SEG.ID NAME REQ DES. MAX USE LOOP REPEAY
4 010 ST  Transaction Set Header M 1
5 020 BQT Beginning Segment for Request For Quotation M 1
6 030 NTE Note/Special instruction F 100
N/U 040 CUR Currency 0 1
7 050 REF Reterence Numbers 0 12
8 060 PER Administrative Communications Contact 0 3
N/U 070 TAX Sales Tax Reference 0] 3
9 080 FOB F.0.B. Related Instructions 0 1
N/U 090 CTP Pricing Information (o] 1
N/U 100 SSS Special Services 0 25
11 110 CSH Header Sale Condition 0 1
N/U 120 ITA Allowance, Charge or Service 0 10
N/U 130 ITD Terms of Sale/Deterred Terms of Sale o) 5
N/U 140 DIS Discount Detail (8] 20
12 150 DTM Date/Time Reference 0 10
14 160 LDT Lead Time 0 12
N/U 180 LIN item Identification 0 5
NU 190 PID  Product/ltem Description 0 200
N/U 200 MEA Measurements 0 40
15 210 PWK Paperwork o) 25
17 220 PKG Marking, Packaging, Loading O 200
N/U 230 TD1 Carrier Details (Quantity and Weight) 0 2
N/U 240 TDS Carrier Details (Routing Sequence/Transit o) 12
Time)
N/U 250 TD3 Carrier Details (Equipment) o) 12
N/U 260 TD4 Carrier Details (Special Handling/Hazardous 0 5
Materials)
19 270 MAN Marks and Numbers L) 10
N/U 280 RRA Required Response 0] 25
LOOPID«NS 1000
20 290 N9  Reterence Number 0 1
21 300 MSG Message Text o) 1000
LOOPID- N1 200
22 310 N1 Name o} 1
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23 320 N2  Additional Name information 0 2
24 330 N3  Address Information 0 2
25 340 N4  Geographic Location 0 1
N/U 350 REF Reference Numbers o) 12
N/U 360 PER Administrative Communications Contact 18] 3
N/U 370 FOB F.O.B. Related Instructions 0 1
N/U 380 TD1 Carrier Details (Quantity and Weight) 0 2
N/U 390 TD5 Carrier Details (Routing Sequence/Transit 18] 12
Time)
N/U 400 TD3 Carrier Details (Equipment) o 12
N/U 410 TD4 Carrier Details (Special Handling/Hazardous o) 5
Materials)
NU 420 PKG Marking, Packaging, Loading 0] 200
N/U 430 RRA Required Response Y 25
Table 2
PAGE # POS. # SEG.ID NAME REQ DES. MAXVUSE LOOP REPEAT
LOOPID - POY L 100000
26 010 PO1 Purchase Order Baselnne nem Data M 1
N/U 020 CUR Currency 0 1
N/U 030 PO3 Additional tem Detail 0 25
N/U 040 CTP Pricing Information o 1
N/U 049 MEA Measurements o) 40
LOOPID~-PID g : 1000
29 050 PID Product/item Descnptlon o) 1
30 060 MEA Measurements 0 10
32 070 PWK Paperwork 0 25
34 080 PKG Marking, Packaging, Loading 8] 200
35 090 PO4 item Physical Details 0o 1
37 100 REF Reference Numbers 0 12
N/U 110 PER Administrative Communications Contact 0 3
NU 120 SSS Special Services o 25
N/U 130 ITA  Allowance, Charge or Service 0 10
N/U 140 IT8  Conditions of Sale 0O 1
N/U 150 ITD  Terms of Sale/Deferred Terms of Sale 0 2
N/U 160 DIS Discount Detail 0] 20
NU 170 TAX Sales Tax Reference o 3
38 180 FOB F.O.B. Related Instructions 0 1
N/U 190 SDQ Destination Quantity o 50
40 200 DTM Date/Time Reference 0 10
42 210 LDT Lead Time 0 12
43 220 SCH Line ltem Schedule (0] 104
N/U 230 FST Forecast Schedule O >1
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240 TD1 Carrier Details (Quantity and Weight) o] 1
N/U 250 TD5 Carrier Details (Routing Sequence/Transit 12
Time)
N/U 260 TD3 Carrier Details {(Equipment) 0 12
N/U 270 TD4 Carrier Details (Special Handling/Hazardous o] 5
Materials)
44 280 MAN Marks and Numbers 0 10
N/U 290 RRA Required Response o] 25
LOOPID-SLN . 1000
N/U 300 SLN Subline ltem Detail o] 1
N/U 310 PID Product/item Description 0 1000
[OOFiD-Ne 1000
45 320 N8  Reference Number 8] 1
N/U 330 MSG Message Text o] 1000
LooPD-NY - 200
46 340 N1 Name 0 1
47 350 N2  Additional Name Information 0 2
48 360 N3  Address Information 0] 2
43 370 N4  Geographic Location 0 1
N/U 380 REF Reference Numbers 0 12
. N/U 390 PER Administrative Communications Contact 0 3
N/U 400 FOB F.O.B. Related Instructions 6] 1
N/U 410 TD1 Carrier Details (Quantity and Weight) (o] 2
N/U 420 TD5 Carrier Details (Routing Sequence/Transit 0] 12
Time)
N/U 430 TD3 Carrier Details (Equipment) 0] 12
N/U 440 TD4 Carrier Details (Special Handling/Hazardous 0 5
Materials)
N/U 450 PKG Marking, Packaging, Loading 0 200
N/U 460 RRA Required Response o] 25
Table 3
M _P_OS_#_ SEG.I0 NAME REQ.DES. MAXUSE LOOP REPEAT
50 010 CTT Transaction Totals M 1
51 020 SE  Transaction Set Trailer M 1
3 DCO04 - JANUARY 29 1993
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Mandatory

Mandatory

Mandatory

ANSI ASC X12 VERSION/RELEASE 003010DOD_ ST . TRANSACTION SET HEADER
Segment: ST Transaction Set Header
Level: Header
Loop:
Usage: Mandatory
Max Use: 1
Purpose: To indicate the start of a transaction set and to assign a control number
Comment: The transaction set identifier (ST01) is intended for use by the transiation
routines of the interchange partners to select the appropriate transaction
set definition (e.g., 810 selects the invoice transaction set).
Data Element Summary
REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
STo01 143 Transaction Set Jdentifier Code M D 3/3

Code uniquely identifying a Transaction Set.

840 X12.7 Request for Quotation

S§T02 329

Transaction Set Control Number M AN 49
Identifying control number assigned by the criginator fur a transaction set.
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Mandatory

Mandatory

Mandatory

Mandatory

Conditional

Optional

Not Used
Not Used

Segment: BQT Beginning Segment for Request For Quotation

Level: Header
Loop: ___

Usage: Mandatory
Max Use: 1

Purpose: To indicate the beginning of a request for a quotation transaction set and
to transmit identifying numbers and dates

Syntax: i BQTO5 is present, then BQT04 is required.

Data Eiement Summary

REF. DATA
DES. ELEMENT _ NAME ATTRIBUTES
BQT01 353 Transaction Set Purpose Code M D 2/2
Code identifying purpose of transaction set.
Implementation Note:

Use code 00 for all original transactions; code 01 when cancelling an electronic RFQ. code 02 when adding
data to an RFQ; code 03 when deleting data from on RFQ; code 04 when changing data on an RFQ, code 07
when sending a duplicate RFQ.

00 Original
01 Cancellation
02 Add
03 Delete
04 Change
07 Duplicate
BQT02 586 Request for Quote Reference Number M AN 145
Number assigned by the purchaser to identify his request for quote.
Implementation Note:
SF 18 Biock 1.
BQT03 652 Request Quotation Control Date M DT 6/6
Date to be used for reference purposes in an RFQ and a response to RFQ.
Implementation Note:
SF 18 Block 2.
BQT04 374 Date/Time Qualifier c D 33

Code speciying type of date or time, or both date and time.

Implementation Note:
Use code 106 for the date the quote is Required By.

106 Required By

BQTO5 373 Date O DT 66
Date (YYMMDD).
Implementation Note:

The date the quote is required to be received. See SFI18 Block 10.

BQT06 92 Purchase Order Type Code O 1D 22
BQTO7 960 Request for Quote Type Code O ID 2/2
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Floating

Optional

Mandatory

segment: NTE Note/Special instruction
Level: Header
Loop: _
Usage: Floating

Max Use: 100

Purpose: To transmit information in a free-form format, if necessary, for comment
or special instruction

Comment: The NTE segment permits free-form information/data which, under ANSI
X12 standard implementations, is not machine processable. The use of
the “NTE” segment should therefore be avuided, if at all possible, in an
automated environment.

Data Element Summary

REF. DATA
OES. ELEMENT = NAME ATTRIBUTES
NTEOt1 363 Note Reference Code © Ib 3/3

Code identifying the functional area or purpose for which the note applies.
GEN Entire Transaction Set

NTEO02 3  Free form Message M AN 1/60
Free-form text.
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segment: REF Reference Numbers
Level: Header
Loop:
Required Usage: Optional
Max Use: 12
Purpose: To specify identifying numbers.
Syntax: Either REF02 or REF03 is requirad.

Implementation Note:
One iteration of REF01/02 is required in order 10 carry the Unique Tracking Number (UTN) for

the transaction set.

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
Mandatory REF01 128 Reference Number Qualifier M ID 2/2

Code qualifying the Reference Number.

Implementation Note:
Use code IL for the purchase request number, see Block 3 of SF 18; use code RQ) for the requisition
(MILSTRIP document) number, see Block 3 of SF 18; use code DF for a DFARS cite; use code FA for a FAR
cite; use code TC for procedures, terms, and conditions different from the EC procedures, terms. and
conditions provided 1o all participating vendors, use code 65 for unique tracking number; use code 2.2 for
master solicitation cite. Code DS Block 4 of SF 18, is not used in GATEC project.

65 Total Order Cycle Number

DF Defense Federal Acquisition Regulations (DFAR)

DS Defense Priorities Allocation System (DPAS) Priority Rating

FA Federal Acquisition Regulations (FAR)

IL. Internal Order Number

RQ Purchase Requisition No.

TC Vendor Terms

ZZ Mutually Defined

Conditional REF02 127 Reference Number C AN 130
Reference number or identification number as defined for a particular

Transaction Set, or as specified by the Reference Number Qualitier.

Conditional REF03 352 Description C AN 1/80
A free-form description to clarify the related data elements and their content.

Implementation Note:
When REFO0I is code TC, use REF03 to describe the source of the number carried in REF02.
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Optional

Mandatory

Optional

Optionat

Conditional

Segment: PER Administrative Communications Contact
Level: Header
Ltoop: __
Usage: Optional

Max Use: 3

Purpose: To identify a person or office to whom administrative communications
should be directed

Syntax: It PEROQ3 is present, then PER04 is required.

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
PERO1 366 Contact Function Code M D 22
Code identifying the major duty or responsibility of the person or group named.
Implementation Note:
SF 18 Block 5b.

IC Information Contact

PERO02 93 Name O AN 1/35
Free-form name.

PERO3 365 Communication Number Qualifier O ID 22
Code identitying the type of communication number.

Implementation Note:

Use any code, although code EM is preferred.
EM Electronic Mail
FX Facsimile
TE Telephone

PER04 364 Communication Number C AN 720
Complete communications number including country or area code when
applicable.

Implementation Note:

If the communications number (s greater than 21 characters, repeat the PER segment 10 provide the
remaining characters.
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Optional

Mandatory

Conditional

Optionat

Not Used
Not Used

Conditional

Segment: FOB F.0.B. Related Instructions
Level: Header
Loop:
Usage: Optional
Max Use: 1
Purpose: To specify transportation instructions relating to shipment
Syntax: 1.!f FOB03 is present. then FOBO2 is required.
2.1t FOBO04 is present, then FOBOS is required.
3. 1f FOBO07 is present, then FOBO6 is required.
4. 11 FOB08 is present, then FOBO09 is required.
Comments: 7. FOBO1 indicates which party will pay the carrier.
2. FOBO02 is the code specitying transportation responsibility location,
3. FOBOS is the code specifying title passage location.

4. FOBO08 is the code specifying the point at which the risk of loss
transfers. This may be different than the location specified in
FOB02/FOBO3 and FOB0O6/FOBO7.

Data Efement Summary

REF, DATA
DES. ELEMENT = NAME ATTRIBUTES
FOBO1 146 Shipment Method of Payment M D 2/2
Code identifying payment terms for transportation charges.
Implementation Note:
SF 18 Block 7.

DF Defined by Buyer and Seller
FOB02 309 Location Qualifier c iD 1/2
Code identifying type of location.
Implementation Note:
Use code ZZ to qualify an "other” FOB point.
DE Destination {Shipping)
OR Origin (Shipping Point)
ZZ Mutually Definec

FOB03 352 Description O AN 1/80
A free-form description to clarily the related data elements and their content.

Implementation Note:
When FOBO2 is code ZZ, use FOBO3 1o describe the "other” location.

FOB04 334 Transportation Terms Qualifier Code O ID 2i2
FOB0O5 335 Transportation Terms Code c 1D 33
FOBO6 309 Location Qualifier c D 1/2

Code identilying type of location.
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Optional

Not Used
Not Used

implementation Notes:
1. Inspeciioniacceptance point will e the same uniess specified in FOB07.

2. Use code ZZ when the inspection and acceptance points will not be the sume.

DE Destination (Shipping)
OR Origin (Shipping Paint)
ZZ Mutually Defined

FOBO7 352 Description O AN 1/80
A free-form description to clarify the related data elements and their content.

implementation Note:

If FOBOG6 is code Z2, identify the location of the inspection and acceptance points.

FOBO8 54 Risk of Loss Qualifier 0o D 2R

FOB09 352 Description C AN 1/80
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Optional

Optional

Not Used
Not Used
Not Used
Not Used
Not Used
Not Used

Segment:
Level:
Loop:

Usage:
Max Use:
Purpose:

Syntax:

Comment:

CSH Header Sale Condition
Header

Optional

1

To specify general conditions or requirements of the sale
1. If CSH02 is present, then CSHO03 is required.

2. If CSHO6 is present, then CSHO7 is required.

CSHO04 is the account number to which the purchase amount is to be
charged.

Data Element Summary

REF. DATA

DES. ELEMENT

CSHO1 563

NAME ATTRIBUTES

Sales Requirement Code o D 1/2
Code to identify a specific requirement or agreement of sale

Implementation Note:
Use code Z to indicate a small purchase, small business set-aside.

Z Mutually Defined

CSHO2 564
CSHO03 565
CSHo4 508
CSHO5 596
CSHO6 559
CSHO7 560

Do-Not-Exceed Action Code o D 11

Do-Not-Exceed Amount C N2 2/9
Account Number O AN 135
Required Invoice Date O DT 66
Association Qualifier Code o D 2/2
Special Services Code c D 210
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segment: DTM pate/Time Reference
Level: Header
Loop: _
Optional Usage: Optional
Max Use: 10
Purpose: To specify pertinent dates and times
Syntax: Atleast one of DTMO02 or DTMO03 must be present.

Implementation Note:
Regquired delivery date will be provided in the segment as an actual date or in the LDT segment as
a set number of calendar days after receipt of order. If the latter is used, omit the segment.

Data Element Summary
REF. OATA
DES. ELEMENT  NAME ATTRBUTES
Mandatory DTMO1 374 Date/Time Qualifier M 1D 33
Code specifying type of date or time, or both date and time.
Implementation Notes:

1. Use code 002 when the date in DTMO2Z is the "deliver by" date, and applies 1o the whole order unless the
delivery date is defined in segment LDT.

2. If the delivery date applies 10 the line item level, it will be specified in the DTM or SCH segment in Table
2, unless the delivery is defined in the LDT segment in Table 2.

3. Code 002 applies 10 SF 18 Block 6.
002 Delivery Requested

Conditional DTM02 373 Date C DT ¢6/6
Date (YYMMDD).
Conditional DTM03 337 Time C ™ 4/4

Time expressed in 24-hour clock time (HHMM, time range: 0000 though 2359).

Optional DTM04 623 Time Code O 1D 202
Code identifying the time. In accordance with International Standards
Organization standard 8601, time can be specified by a + or - and an indication
in hours in relation to Universal Time Coordinate {(UTC) time. Since +is a
restricted character, + and - are substituted by P and M in the codes that foilow.

Implementation Note:

If DTMO3 is used, DTMO4 is REQUIRED.
CD Central Daylight Time
CS Central Standard Time
CT Central Time
ED Eastern Daylight Time
ES Eastern Standard Time
ET Eastern Time
GM Greenwich Mean Time
LT Local Time
MD Mountain Daylight Time
MS Mountain Standard Time
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MT Mountain Time

PD Pacitic Daylight Time
PS Pacific Standard Time
PT Pacific Time

13
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ANSI ASC X12 VERSION/RELEASE 003010D0D_ LDT - LEAD TIME

Optionat

Mandatory

Mandatory

Mandatory

Not Used

Segment: LDT Lead Time
Level: Header
Loop: __
Usage: Optional
Max Use: 12
Purpose: To specify lead time for availability of products and services.
Comment: LDTO4 is the effective date of lead time information.

Implementation Note:

Required delivery date will be provided in this segment as a sel number of calendar days after
receipt of order, or in the DTM segment as an actual date. [f the DTM segment is used, omit this
segment.

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES

LDTOt 345 Lead Time Code M 1D 212
Code indicating the time range.

AF From date of PO receipt to delivery.

LDTO2 380 Quantity M R 1/10
Numeric vaiue of quantity.

LDTO3 344 Unit of Time Period Code M D 22
Cnde indicating the time period.

DA Calendar Days
LDT04 373 Date O DT ¢6/6
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Optional

Mandatory

Mandatory

Optional

segment: PWK Paperwork
Level: Header
Loop: _
Usage: Optional

Max Use: 25

Purpose: To specify the type and transmission of paperwork relating to a product,
order or repont.

Syntax: If either PWKO05 or PWKO06 is present, then the other is required.

Comments: 1. PWKO05 and PWK06 may be used to identify the addressee by a code
number.

2, PWKO07 may be used to indicate special information to be shown on
the specified report.

3. PWKO08 may be used to indicate action pertaining to a report.

Implementation Notes:
1. Use this segment o indicate which paperwork must be considered in preparing the response (o
the RFQ and how we would like 1o receive that "paperwork.”

2. Use this segment if the information applies 10 the entire order. Use the PKG segment at 1he
detail level when the information applies to the line item level.

Data Element Summary

REF. DATA

DES. ELEMENY NAME ATTRIBUTES
PWKO1 755 Report Type Code M D 22
Code indicating the title and/or contents of a document or report.
Implementation Note:

Use when additional information will have to accompany the shipment, follow under separate cover, be
provided electronically, or provided in the response to the RFQ transaction set.

CP Certificate of Compliance {Material Certification)

MR Material Inspection and Receiving Report

MS Material Safety Data Sheet

PD Proof of Delivery

SN Shipping Notice

PWKO02 756 Report Transmission Code M D 2/2
Code defining timing and transmission method by which reports are to be sent.

Implementation Note:

While any code can be used, code EL is preferred when response can be made electronically, usinig one of the
transaction sets specifically designed for the purpose, and made a part of the RFQ system. All paperwork
can be satisfied by rrwarding the data by mail, when code BM is used.

BM By Mail
EL Electronically Only
WS With Shipment (With Package)

PWKO03 757 Report Copies Needed O NoO 172
The number of copies of a report that should be sent 1o the addressee.
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ANSI ASC X12 VERSION/RELEASE 003010DOD _ PWK - PAPERWORK
Not Used PWK04 98  Entity Identifier Code O |ib 22
Not Used PWKO5 66 [dentification Code Qualifier cC D 1/2
Not Used PWKO6 67 Identification Code c 1 217
Optional PWKO7 352 Description O AN 1/80
A frae-form description to clarify the related data elements and their content.
Not Used PWKO08 704 Paperwork/Report Action Code o D 1/2
DCo4 - JANUARY 29 1993 16
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PKG - MARKING, PACKAGING, LOADING ANSI ASC X12 VERSION/RELEASE 003010D0D _

Optional

Mandatory

Optional

Conditional

Conditional

Segment: PKG Marking, Packaging, L.oading
Level: Header
Loop: __
Usage: Optional
Max Use: 200
Purpose: To describe marking, packaging, loading and unloading requirements.
Syntax: 1.1t PKG04 is present, then PKGO03 is required.
2. At least one of PKG04 or PKGO5 must be present.

Comments: 1. Use MEA (Measurements) segment to define dimensions, tolerances
weights, counts, physical restrictions, etc.

2. When PKGO1 is “F”, PKG04 is not used.
3. PKGO1 relates only to PKG04 and PKGO5.

4. Use PKGO3 to indicate the organization that publishes the code list
being referred to.

8. PKG04 should be used for industry-specific packaging description
codes.

6. Special marking or tagging data can be given in PKG05 (Description).

Implementation Notes:
1. A table might be required 1o conver: DoD 10 ASC X 12 packaging codes.

2. Use this segment if the information applies 10 the entire order. Use the PKG segment at the
detail level when the information applies to the line item level.

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
PKGO1 348 Hem Description Type M ID in

Code indicating the format of a description.

F Free-form
S Structured (From Industry Code List)

PKG0O2 753 Packaging Characteristic Code O D 1/5
Code specifying the marking, packaging, loading and related characteristics
being described.

Implementation Notes:

1. Use any code.
2. Use code 35 for Unitizing; code 36 for PackiPreservation; and code 37 for Packing.
PKG03 559 Association Quatifier Code cC D 2/2
Code identifying the association assigning the code values.
DD Department of Defense

PKG04 754 Packaging Description Code C ID 177
A code from an industry code list which provides specific data about the marking,

packaging or loading and unloading of a product.
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ANSI ASC X12 VERSION/RELEASE 003010DOD_ PKG - MARKING, PACKAGING, LOADING .

Conditional PKGO5 352 Description C AN 1/80
A free-form description to clarity the related data elements and their content.
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MAN « MARKS AND NUMBERS ANS! ASC X12 VERSION/RELEASE 003010D0D_

Optional

Mandatory

Mandatory

segment: MAN Marks and Numbers
Level: Header
Loop: _
Usage: Optional
Max Use: 10
Purpose: To indicate identifying marks and numbers for shipping containers

Implementation Note:
Use this segment if the ‘nfc. ...ation applies to the entire order. Use the MAN segment at the detadl

level when the information applies to the line item level.

Data Element Summary

REF. DATA

DES. ELEMENT = NAME ATTRIBUTES

MANO1 88 Marks and Numbers Qualifier M ID 1/2
Code specifying the application or source of Marks and Numbers (87).

S Entire Shipment

MANO2 87 Marks and Numbers M AN 145
Marks and numbers used to identify a shipment or parts of a shipment.

Implementation Notes:
1. Use 1o carry additional mark for data that cannot be carried in the NI - N3 segments.

2. SF 18 Block 9.
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segment: N9 Reference Number
Level: Header
Loop: N9 Repeat: 1000
Optional Usage: Optional
Max Use: 1
Purpose: To transmit identifying numbers and descriptive information as specified

by the reference number qualifier

Syntax: Atleast one of N902 or NS03 must be present.
Data Element Summary
REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
Mandatory N901 128 Reference Number Qualifier M 1D 2/2
Code qualifying the Reference Number.
Implementation Notes:

carried in N903.

1. When N901 is code CJ, carry the clause number in N902.
2. Ifthe clause source is other than the FAR, indicate the source in N903.

3. Use code ZZ for representations and certifications. If code ZZ is used, insert the number of the
certification or representation required (o be made in any quote in response to this RFQ. Explanations can be

CJ Clause Number
ZZ Mutually Defined

Conditional NS02 127 Reference Number C AN 1/30
Reference number or identification number as defined for a particuiar
Transaction Set, or as specified by the Reference Number Qualifier.

Conditional NS03 369 Free-form Description C AN 145
Free-form descriptive text.

Not Used N904 373 Date 0o DT 6/6

Not Used N905 337 Time O T™ 4/4
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MSG - MESSAGE TEXT ANSI ASC X12 VERSION/RELEASE 003019D0D_
segment: MSG Message Text
Level: Header
Loop: N9
Optional Usage: Optional
Max Use: 1000
Purpose: To provide a free form format that would allow the transmission of text
information.
Comment: MSGQ2 is not related to the specitic characteristics of a printer, but
identifies top of page, advance a ling, etc.
Data Element Summary
REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
Mandatory MSGO1 933 Free-Form Message Text M AN 1/264
Free-form message text.
Not Used MSG02 934 Printer Carriage Control Code O D 22
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ANSI ASC X12 VERSION/RELEASE 00301000D_ N1 . NAME

Optional

Mandatory

Conditional

Conditional

Conditional

Segment: N1 Name
Level: Header
Loop: N1 Repeat: 200
Usage: Optional
Max Use: 1
Purpose: To identify a party by type of organization, name and code
Syntax: 1. Atleast one of N102 or N103 mus! be present.
2. If either N103 or N104 is present, then the other is required.

Comment: This segment, used alone, provides the most etficient method ¢!
providing organizational identification. To obtain this efficiency the "1D
Code" (N104) must provide a key to the table maintained by the
transaction processing party.

Implementation Note:
Addresses are typically defined using NI0I, N103, and N104.N102 and N2 - N4 should be used

when the ship to addressee cannot be described with a zip code.

Data Element Summary

REF. DATA
DES. ELEMENT = NAME ATTRIBUTES
N101 898  Entity ldentifier Code M D 2/2
Code identifying an organizational entity or a physical location.
Impiementation Note:
SF 18 Block 9.
ST Ship To
Nt102 93 Name C AN 1735
Free-form name.
N103 66 Identification Code Quaiifier cC 1D 1/2
Code designating the system/method of code structure used for identification
Code (67).
16 ZIP Code
N104 67 ldentification Code c I 27

Code identifying a party.
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N2 .- ADDITIONAL NAME iINFORMATION ANSI ASC X12 VERSION'RELEASE 003010D0D _

Segment: N2 Additional Name Information
Level: Header

Loop: Nt

Optional Usage: Optional

Max Use: 2

Purpose: To specify additional names or those longer than 35 characters in length

Data Element Summary

REF. DAYA
DES. ELEMENT NAME ATYTRIGUTES
Mandatory N201 93 Name M AN 135

Free-form name.

Optional N202 93 Name O AN 1735
Free-form name.
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840 - REQUEST FOR QUOTATION
N3 < ADDRESS INFORMATION

N3 Address information
Header

N1

Optional

2

To specify the location of the named party

Data Element Summary

Segment:
Level:
Loop:
Optional Usage:
Max Use:
A Purpose:
REF. DATA
DES. ELEMENT
Mandatory N301 166
Optionai N302 166

NAME

ATTRIBUTES

Address Information
Address information

Address Information
Address information

(o)

AN

AN

1/35

1/35

DCO04 - JANUARY 29 1993
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N4 - GEOGRAPHIC LOCATION ANSI ASC X12 VERSION/RELEASE 003010D0D_

Optional

Conditional

Conditional

Optional

Optional

Not Used
Not Used

Segment: N4 Geographic Location
Level: Header
Loop: N1
Usage: Optional
Max Use: 1
Purpose: To specify the geographic place of the named parnty
Synmtax: 1. Atleast one of N401 or N405 must be present.
2. 1f N401 is present, then N402 is required.
3. If either N405 or N406 is present, then the other is required.

Comments: 7. A combination of either N401 through N404 {or N40S and N406) may
be adequate to specity a location.

2. N402 is required only if city name (N401) is in the USA or Canada.

Data Element Summary

REF, DATA

QES. ELEMENT = NAME ATTRIBUTES

N401 19  City Name C AN 218
Free-form text for city name.

N402 156  State or Province Code C D 2/2
Code (Standard State/Pravince) defined by appropriate governmental agencies.

N403 116 Postal Code O 4/9
Code defining international postal zone code exciuding punctuation and blanks
(zip code for United States).

Implementation Note:

Use only when the "ship to” address has no zip code but may have another 1ype of postal code {e.g., ina
foreign country).

N404 26 Country Code O 1D 2/2
Code identifying the country.
Implementation Note:
A translation table will be required to convert those standard codes used by the DoD, as contained in DoD
Manual 5000.12-M, to those used inthe X12 Standards.
N405 309 Location Qualifier C ID 172

N406 310 Location ldentifier C AN 1/25
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ANSI ASC X12 VERSION/RELEASE 003010D0D_

840 « REQUEST FOR QUOTATION
PO1 - PURCHASE ORDER BASELINE {TEM DATA

Segment: PO1 Puichase Order Baseline item Data
Level: Detail
Loop: PO1 Repeat: 100000
Mandatory Usage: Mandatory
Max Use: 1
Purpose: To specify basic and most frequently used purchase order line item data
Syntax: 1.1f PO105 is present, then PO104 is required.
2. If PO106 is present, then PO107 is required.
3. it PO108 is present, then PO109 is required.
4.1t PO110 is present, then PO111 is required.
§. It PO112 is present, then PO113 is required.
6. if POt14 is present, then PO115 is required.
7. 1§ PO116 is present, then PO117 is required.
8.1t PO118 is present, then PO119 is required.
9. if PO120 is present, then PO121 is required.
10. f PO122 is present, then PO123 is required.
11. if PO124 is present, then PO125 is required.
Comments: 7. See the Data Dictionary for a complete list of ID’s. .
2. PO101 is the line item identification
3. PO106 through PO125 provide for ten (10) ditferent product/service
ID’s per each item. For example: Case, Coior, Drawing No., UPC No.,
ISBN No., Model No., SKU.
Data Element Summary
REF. OATA
DES. ELEMENT  NAME ATTRIBUTES
Optional PO101 350 Assigned ldentification O AN 16
Alphanumaeric characters assigned for differentiation within a transaction sef.
Implementation Note:
The line item number as assigned by the buying activity. SF 18 Block [2a.
Mandatory PO102 330 Quantity Ordered M R 1/9
Quantity ordered.
Implementation Note:
SF 18 Block 12c¢.
Mandatory PO103 355 Unit of Measurement Code M D 2/2
Code identifying the basic unit of measurement.
Implementation Note:
DoD uses DoD Manual 5000.12-M for unit of measurement codes Translation of some codes may be
required. See SF 18 Block 12d. ‘
Not Used PO104 212 Unit Price C R 114

DC04 - JANUARY 29 1993
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PO1 - PURCHASE ORDER BASELINE ITEM DATA ANSI ASC X12 VERSION/RELEASE 003010DOD_
Not Used PO105 639 Basis of Unit Price Code O ID 22
Optional PO106 235 Product/Service ID Qualifier O ID /2

Conditional

Optional

Conditional

Optional

Conditional

Optional

Conditional

Optional

Conditional

Optional

Code identifying the type/source of the descriptive number used in
Product/Service {D (234).

Impiementation Notes:
1. SF 18 Block 12b.

2. Any code may be used in DE 235 those listed here are the ones most commonly expecied.

3. When PO106/07 and subsequent pairs are used the first qualifier in PO 106 will abways contain code FT,
the Federal Supply Classification and the second qualifier in PO 108 will always contain the code SI.
FS Nationat Stock Number
FT Federal Stock Classification
MF Manufacturer
MG Manufacturer's Part Number
S| Standard Industrial Classification Code
SV Service Rendered
SW Stock Number

PO107 234 Product/Service ID C AN 1730
ldentii, ing number for a product or service.

PO108 235 Product/Service ID Qualifier O ID 2/2
Code identifying the type/source of the descriptive number ysed in
Product/Service ID (234).

Implementation Note:
PO108 through PO 125 will be used as required, to carry additional information regarding the product or
service being described in the particular iteration of the PO1 loop.

PO109 234 Product/Service D C AN 1/30
Identifying number for a product or service.

PO110 235 Product/Service ID Qualifier o D 2/2
Code identifying the type/source of the descriptive number used in
Product/Service ID (234).

PO111 234 Product/Service D C AN 1730
Identitying number for a product or service.

PO112 235 Product/Service ID Qualifier O ID 2/2
Code identitying the type/source of the descriptive number used in
Product/Service I1D (234).

PO113 234 Product/Service D C AN 130
identitying number for a product or service.

PO114 235 Product/Service ID Qualifier O 1D 2/2
Code identifying the type/source of the descriptive number used in
Product/Service ID (234).

PO115 234 Product/ServicelD C AN 1730
ldentifying number for a product or service,

PO116 235 Product/Service 1D Qualifier O D 2/2
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ANSI ASC X12 VERSION/RELEASE 003010000 _ PO1. PURCHASE ORDER BASELINE ITEM DATA

Code identifying the type/source of the descriptive number used in
Product/Service ID (234).

Conditional PO117 234 Product/Service D C AN 1/30
Identifying number for a product or service.

Optional PO118 235 Product/Service ID Qualifier o D 2/2
Code identifying the type/source of the descriptive number used in
Product/Service 1D (234).

Conditional PO119 234 Product/Service ID C AN 1730
Identifying number for a praduct or service.

Optional PO120 235 Product/Service ID Qualitier o ID 2/2
Code identifying the type/source of the descriptive number used in
Product/Service ID (234).

Conditional PO121 234 Product/ServicelD C AN 130
Identifying number for a product or service.

Optional PO122 235 Product/Service ID Qualifier o D 2/2
Code identifying the type/source of the descriptive number used in
Product/Service D (234).

Conditional PO123 234 Product/Service D C AN 1/30
identifying number for a product or service.

Optional PO124 235 Product/Service ID Qualifier o ID 272
Code identitying the type/source of the descriptive number used in
Product/Service 1D (234).

Conditional PO125 234 Product/Service D C AN 1/30
identifying number for a product or service.
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ANSI ASC X12 VERSION/RELEASE 003010D0OD _

Optional

Mandatory

Not Used
Not Used
Not Used

Conditionat

Not Used

segment: PID Productitem Description
Level: Detail
Loop: PID Repeat: 1000
Usage: Optional
Max Use: 1
Purpose: To describe a product or process in coded or free-form format
Syntax: 1.1f PID04 is present, then PID03 is required.
2. At least one of PID04 or PID05 must be present.
Comments: 1. When PID01is “F”, PID04 is not used.
2. Use PID03 to indicate the organization that publishes the code list
being referred to.
3. PID04 should be used for industry-specific product description codes.
4. Use PID06 when necessary to refer to the product surtace or layer
being described in the segment.
Data Element Summary
__OS  _elemewr  wame aTTRIByTES
PIDO1 349 ltem Description Type M ID 7
Code indicating the format ¢f a description.
F Free-form
PiD02 750 Product/Process Characteristic Code o D 2/3
PIDO3 558 Association Qualifier Code c 10 2/2
PID0O4 751 Product Description Code cC I w2
PIDO5 352 Description C AN t/80
A free-form description to clarify the related data slements and their content.
implementation Notes:

1. PIDOS can carry an additional free-form description of the commodity or contracted services if necessary.
It may also be used for an explanation of a contract condition, in lieu of using the NTE segment.

2. SF 18 Block 12b

PIDO6 752

Surface/Layer/Position Code o D 212
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840 - REQUEST FOR QUOTATION
MEA «- MEASUREMENTS

Optional

Optional

Optional

Conditional

Conditional

Conditional

Segment: MEA Measurements
Level: Detail
Loop: PID
Usage: Optional

Max Use: 10

Purpose: To specify physical medsurements, including dimensions, tolerances,
weights and counts.

Syntax: 1. Either MEAO3 or MEAQOS or MEAOG or MEAOB is required.
2. If either MEAO3, MEADS or MEAQS is used, MEAO4 is required.
3. if MEAOQ7 is used MEAQS3 is required.
4. Ether MEAOB or MEAO3 may be used, but not both.

Comment: When citing dimensional tolerances, any measurement requiring a sign
(+ or -}, or any measurement where a positive {(+) value cannot be
assumed use MEAOS as the negative (-) value and MEAO6 as the
positive (+) value.

Implementation Notes:
1. This segment can be used any time a measurement needs (o be described for an item in the RFQ.

2. It is also used to describe any variation in quantity applicable at the line item level.

Data Element Summary
REF, DATA
DES. ELEMENT  NARE ATTRIBUTES
MEAO1 737 Measurement Referance ID Code O D 2/2

Code specifying the application of physical measuremert cited.

Implementation Notes:
1. 5F 18 Block 12b.

2. Use code CT for variation in quantity; use any applicable code for describing other measurements.

CT Counts
MEA02 738 Measurement Qualifier o o 1/3
Code identifying the type of measurement.
Impiementation Note:

Use code PO for variation in quantity, other codes as applicable.
PO Percent of Order

MEA03 739 Measurement Value C R 110
The value of the measurement.

MEAO04 355 Unit of Measurement Code c ID 212
Code identifying the basic unit of measurement.

Implementation Note:

Use code P1 for variation in quantity, other codes as applicable.

P1 Percent
MEAO5 740 Range Minimum C R 110
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The value specifying the minimum of the measurement range.

Implementation Note:
Variation in quantity under.

Conditional MEA06 741 Range Maximum C R 1/10
The value specifying the maximum of the measurement range.
Implementation Note:

Variation in quantity over.

Not Used MEAO7 935 Measurement Significance Code O ID 2/2
Not Used MEAO8 936 Measurement Attribute Code c 1D 2/2
Not Used MEA09 752 Surface/layer/Position Code o ID 2/2
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ANSI ASC X12 VERSION/RELEASE 003010DOD _ PWK - PAPERWORK

Optional

Mandatory

Mandatory

Optional

Segment: PWK Paperwork
Level: Detail
Loop: PO1
Usage: Optional

Max Use: 25

Purpose: To specify the type and transmission of paperwork relating to a product,
order or report.

Syntax: If either PWKO05 or PWKO6 is present, then the other is required.

Comments: 1. PWKO05 and PWKO06 may be used to identify the addressee by a code
number.

2, PWKO7 may be used to indicate special information to be shown on
the specified report.

3. PWKO08 may be used to indicate action pertaining to a report.

implementation Notes:
1. Use this segment to indicate which paperwork must be considered in preparing the response to
the RFQ and how we would like to receive that "paperwork."”

2. SF 18, Block 126.

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
PWKO1 755 Report Type Code M D 272

Code indicating the title and/or contents of a document or repont.

Implementation Note:
Use when additional information will have 1o accompany the shipment, will have to follow under separate
cover, be provided electronically, or provided in the response 10 the RFQ transaction set, and the information
is applicable 1o the line item level.

CP Certificate of Compliance (Material Certification)

MR Material Inspection and Receiving Report

MS Material Safety Data Sheet

PD Proot of Delivery

SN Shipping Notice

PWK02 756 Report Transmission Code M D 2/2
Code defining timing and transmission method by which reports are to be sent.

Implementation Note:
While any code can be used, code EL is preferred when response can be made electronically, using one of the
transaction sets specifically designed for the purpose, and made a part of the RFQ) system. All paperwork can
be satisfied by forwarding the data by mail, when code BM is used.
BM By Mail
EL Electronically Only
WS With Shipment (With Package)

PWKO03 757 Report Copies Needed O No 1/2
The number of copies of a report that should be sent to the addressese.
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PWK - PAPERWORK ANSI ASC X12 VERSION/RELEASE 003010DOD_
Not Used PWK04 98  Entity Identifier Code O ID 2/12
Not Used PWKO5 66 Identification Code Qualifier cC D 1/2
Not Used PWK06 67 Identification Code c b an7
Optional PWKO7 352 Description O AN 180

A free-form description to clarify the related data elements and their content.
Not Used PWK08 704 Paperwork/Report Action Code C ID 1/2
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840 - REQUEST FOR QUOTATION
PKG - MARKING, PACKAGING, LOADING

Optional

Mandatory

Optional

Conditional

Conditional

Conditional

segment: PKG Marking, Packaging, Loading
Level: Detail
Loop: PO1
Usage: Optional
Max Use: 200
Purpose: To descniue marking, packaging, loading and unloading requirements.
Syntax: 1.1t PKG04 is present, then PKGO3 is required.
2. At least one of PKG04 or PKG05 must be present.

Comments: 71.Use MEA (Measurements) segment to detine dimensions, tolerances
weights, counts, physical restrictions, etc.

2. When PKGO1 is “F"", PKGO04 is not used.
3. PKGO1 relates only to PKG04 and PKGOS.

4. Use PKGO03 to indicate the organization that publishes the code list
being referred to.

5. PKG04 should be used for industry-specific packaging description
codes.

6. Special marking or tagging data can be given in PKG05 (Description).

Implementation Note:
A table might be required 10 convert DoD 10 ASC X12 packaging codes.

Data Element Summary
REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
PKGO1 349 Item Dascription Type M D 171

Code indicating the format of a description.

F Free-form
S Structured (From Industry Code List)

PKG02 753 Packaging Characteristic Code O ID 1/5
Code specifying the marking, packaging, loading and related characteristics
being described.

Implementation Notes:

1. Use any code.

2. Use code 35 for Unitizing; code 36 for PackiPreservation; and code 37 for Packing.

PKGO3 559 Association Qualifier Code c o 22
Code identifying the association assigning the code values.

DD Department of Defense
PKG04 754 Packaging Description Code cC D 177

A code from an industry code list which provides specific data about the marking,

packaging or loading and unloading of a product.

PKG05 352 Description C AN 1/80
A free-form description to clarify the related data elements and their content.
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. PO4 - ITEM PHYSICAL DETAILS ANSI ASC X12 VERSION/RELEASE 003010D0D_

segment: PO4 1tem Physical Details
Level: Detail
Loop: POt

Optional Usage: Optional

Max Use: 1

Purpose: To specify the physical qualities, packaging, weights and dimensions
relating to the item.

Syntax: 1. 1f PO402 is present, then PO403 is required.
2.1f PO405 is present, then at least one of PO406 or PO407 is required.
3. if PO408 is present, then PO409 is required.

4.1f PO413 is present, then at least one of PO410, PO411 or PO412 is
required.

Comments: 1. PO403 - The "Unit of Measure Code" (Element #355)} in this segment
position is for purposes of defining the pack {PO401) /size (P0O402)
measure which indicates the quantity in the inner pack unit. Example: if
the carton contains 24 12-Ounce packages, it would be described as
follows: Element 356 = 24; Element 357 = 12; Element 355 = OZ.

2. PO410 defines the unit of measure for PO408, PO408, and PO410.

. Data Element Summary
REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
Optional PO401 356 Pack O NO 1/6
Number of inner pack units per outer pack unit.
Implementation Note:
SF 18 Block 12b.
Optional PO402 357 Size 0O R 18

Size of supplier units in pack.

Conditional PO403 355 Unit of Measurement Code c D 2/2
Code identifying the basic unit of measurement.

Optional PO404 103 Packaging Code o D 5/5
Code identifying the type of packaging. Part 1. Packaging form. Part 2.
Packaging Materiat.

Implementation Note:
These codes are X12 codes. A translation table will be required 1o convert them 1o DoD codes, 10 the extent
that the DoD codes differ from the X12 codes.

Optional PO405 187 Weight Qualifier o 1D 1/2
Code defining the type of weight.

Conditional PO406 384 Gross Weight per Pack C R 1/9
Numeric value of gross weight per pack.

. Conditional PO407 355 Unit of Measurement Code cC 1D 2/2
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ANSI ASC X12 VERSION/RELEASE 003010D0D _ PO4 - ITEM PHYSICAL DETAILS

Code identifying the basic unit of measurement.

Optional PO408 385 Gross Volume per Pack O R 1/9
Numeric value of gross volume par pack.

Conditional PO409 355 Unit of Measurement Coda c D 2/2
Code identifying the basic unit of measurement.

Optional PO410 82 Length ©O R 18
Largest horizontal dimension of an object measured when the object is in the
upright position.

Optional PO411 189 Width O R 1/8
Shorter measurement of the two horizontal dimensions measured with the object
in the upright position.

Optional PO412 65 Height 0 R 1/8
Vertical dimension of an object measured when the object is in the upright
position.

Conditional PO413 355 Unit of Measurement Code cC D 22

Code identifying the basic unit of measurement.
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REF - REFERENCE NUMBERS

ANSI ASC X12 VERSION'RELEASE 063010000 _

Optional

Mandatory

Conditionat

Conditional

segment: REF Reference Numbers

Level: Detail
Loop: POt
Usage: Optional
Max Use: 12
Purpose: To specify identifying inumbers.
Syntax: Either REF02 or REF03 is required,
Data Element Summary
REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
REF0t 128 Reference Number Qualifier M ID 2/2
Code qualifying the Reference Mumber.
Implementation Notes:

1. SF 18 Block 12b.

2. Use any qualifier that identifies the item being described in the RE(Q).

REF02

REF03

127

352

Reference Number C AN 1730
Reference number or identification number as defined for a particular
Transaction Set, or as specified by the Reference Number Qualifier.

Description C AN 1/80
A free-torm description to clarify the related data elements and their content.
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840 - REQUEST FOR QUOTATION
ANSI ASC X12 VERSION/RELEASE 003010DOD_ FOB - F.0.B. RELATED INSTRUCTIONS

Segment: FOB F.0.B. Related Instructions
Level: Detail
Loop: POT1
Optional Usage: Optional
Max Use: 1
Purpose: To specify transportation instructions relating to shipment
Syntax: 1. 1f FOB03 is present, then FOBO02 is required.
2.1 FOBO04 is present, then FOBOS is required.
3. I FOBO7 is present, then FOBO06 is required.
4. 1t FOBO8 is present, then FOBO09 is required.
Comments: 7. FOBO01 indicates which party will pay the carrier.
2. FOBO02 is the code specitying transportation responsibility location.
3. FOBO06 is the code specifying title passage location.

4. FOBOS8 is the code specifying the point at which the risk of loss
transfers. This may be different than the location specified in
FOB02/FOBO03 and FOB06/FOBO07.

Implementation Note:
Use FOB segment here when FOB, inspection and/or acceptance applies at the line item level.

Data Element Summary

REF. DATA
CES. ELEMENT _ NAME ATTRIBUTES
Mandatory FOBO1 146 Shipment Method of Payment M ID 272

Code identifying payment terms for transportation charges.
DF Defined by Buyer and Seller
Conditional FOB02 309 Location Qualifier cC I 1/2
Code identitying type of location.

Implementation Note:

Use code ZZ to qualify an "other” FOB point.
DE Destination (Shipping)
OR Origin (Shipping Paint)
ZZ Mutually Defined

Optional FOB03 352 Description O AN 1/80
A free-form description to clarify the related data elements and their content.

Implementation Note:
When FOBO2 (s code ZZ, use FOBQO3 to describe the “other” location.

Not Used F(B04 334 Transportation Terms Qualitier Code © D 2/2
Not Used FOBO5 335 Transportation Terms Code cC D 3/3
Conditional FOB0O6 309 Location Qualifier cC D 1/2

Code identifying type of location.
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Optionatl

Not Used
Not Used

implementation Notes:
1. Inspectioniaccepiance point will be the same unless specified in FOBO7.

2. Use code ZZ when the inspection and acceptance points will not be the same.

DE Destination (Shipping)
OR Origin {Shipping Point)
ZZ Mutually Defined

FOB0O7 352 Description O AN 1/80
A free-form description to clarify the related data elements and their content.

Implementation Note:

If FOBO6 is cade ZZ, identify the location of the inspection and acceplance points.

FOB08 54 Risk of Loss Quatifier O b 22

FOB09 352 Description C AN 180
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ANSI ASC X12 VERSION/RELEASE 003010D0D _ CTM - DATE/TIME REFERENCE

segment: DTM Date/Time Reference
Level: Detail
Loop: PO1
Optional Usage: Optional
Max Use: 10
Purpose: To specify pertinent dates and times
Syntax: At least one of DTM02 or DTMO03 must be present.

Implementation Note:
Required delivery date will be provided in this segment as an actual date or in the LDT segment as
a set number of calendar days after receipt of order. If the latter is used, omit the segment.

Data Element Summary
REE, DATA
DES. ELEMENT  NAME ATTRIBUTES
Mandatory DTMO01 374 Date/Time Qualifier M D 373
Code specifying type of date or time, or both date and time.

Implementation Note:
Use code 002 for the required delivery date (unless delivery date is defined in segment LDT) and when the
delivery applies to the entire line item. Use the SCH segment when deliveries will differ by quaniity or date.

002 Delivery Requested

Conditional DTM02 373 Date c DT 6/6
Date (YYMMDD).
Conditional DTMO3 337 Time cC ™ 4/4

Time expressed in 24-hour clock time (HHMM, time range: 0000 though 23589).

Optional DTM04 623 Time Code o D 2/2
Code identifying the time. in accordance with International Standards
Organization standard 8601, time can be specified by a + or - and an indication
in hours in relation to Universal Time Coordinate (UTC) time. Since +is a
rastricted character, + and - are substituted by P and M in the codes that follow.

Implementation Note:

If DTMO03 is used, DTM04 is REQUIRED.
CD Central Daylight Time
CS Central Standard Time
CT Central Time
ED Eastern Daylight Time
ES Eastern Standard Time
ET Eastern Time
GM Greenwich Mean Time
LT Local Time
MD Mountain Daylight Time
MS Mountain Standard Time
MT Mountain Time
PD Pacific Daylight Time
PS Pacific Standard Time
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ANSI ASC X12 VERSION/RELEASE 003010D0D_

PT Pacific Time

41
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840 - REQUEST FOR QUOTATION
LDT - LEAD TIME

Optional

Mandatory

Mandatory

Mandatory

Not Used

Segment:
Level:

Loop:
Usage:
Max Use:
Purpose:
Comment:

LDT Lead Time

Detail

PO1

Optionat

12

To specify lead time for availability of products and services.
LDTO4 is the effective date of lead time information.

Implementation Note:
Required delivery date will be provided in this segmert as a set number of calendar days after
receipt of order, or in the DTM segment as an actual date. [f the DTM segment is used, omit this

segment.

Data Element Summary

REF. DATA

DES. ELEMENT _ NAME

LDTo1 345

ATTRIBUTES

Lead Time Code M
Code indicating the time range.

AF From date of PO receipt to delivery.

LDTO02 380

LDTO3 344

Quantity M
Numeric value of quantity.

Unit of Time Period Code M
Code indicating the time period.

DA Calendar Days

LDTO4 373

Date (o]

D 2/2

R 110

T 6/6
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SCH - LINE ITEM SCHEDULE

ANSI ASC X12 VERSION'RELEASE 003010D0D _

Optional

Mandatory

Mandatory

Not Used
Not Used
Mandatory

Mandatory

Not Used
Not Used
Not Used
Not Used

Segment:
Level:

Loop:
Usage:
Max Use:
Purpose:
Syntax:

Comment:

SCH Line tem Schedule
Detail

PO1

Optional

104

To specify the data for scheduling a specific line item.

1. If SCHO3 is present, then SCHO4 is required.

2. 1t SCHO9 is used, then SCHO8 is required.

SCHO5 specifies the interpretation to be used for SCH06 and SCHO7.

Implementation Note:
Use to describe a partial delivery at the line item level.

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
SCHOt 380 Quantity M R 1/10
Numeric value of quantity.
SCHO02 355 Unit of Measurement Code M 1D 2/2
Code identifying the basic unit of measurement.
SCHO03 98  Entity Identifier Code o D 212
SCH04 93 Name C AN 135
SCHO5 374 Date/Time Qualifier M D 33
Code specifying type of date or time, or both date and time.
Implementation Notes:

1. SF 18 Block 6.

2. The required delivery date.

002 Delivery Requested

SCHO6 373
SCHO7 337
SCHo8 374
SCHo9 373
SCH10 337

Date M DT 6/6
Date (YYMMDD).

Time O TM 44
Date/Time Qualifier G ID 373
Date c DT 6/6
Time O ™™ 44
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ANSI ASC X12 VERSION/RELEASE 003010DOD_ MAN - MARKS AND NUMBERS
segment: MAN Marks and Numbers
Level: Detail
Loop: PO1
Optional Usage: Optional
Max Use: 10
Purpose: To indicate identifying marks and numbers for shipping containers
Data Element Summary
REF. DATA
DES. ELEMENY  NAME ATTRIBUTES
Mandatory MANOt1 88  Marks and Numbers Qualifier M D 1/2
Code specilying the application or source of Marks and Numbers {87).
Mandatory MANO2 87 Marks and Numbers M AN 1/45

i

Marks and numbers used to identify a shipment or parts of a shipment.
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N9 - REFERENCE NUMBER ANS| ASC X12 VERSION/RELEASE 003010DOD_
Segment: N9 Reference Number
Level: Detail
Loop: N9 Repeat: 1000
Optional Usage: Optional
Max Use: 1
Purpose: To transmit identifying numbers and descriptive information as specitied
by the reterence number qualifier
Syntax: Atleast one of N902 or N903 must be present.
Data Element Summary
REF. DATA
DES. ELEMENT  NAME ATTRIBUTES
Mandatory N901 128 Reference Number Qualifier M ID 212
Code qualitying the Reference Number.
Implementation Notes:

Conditional

Conditional

Not Used
Not Used

1. When N901 is code CJ, carry the clause number in N902.

2. Ifthe clause source is other than the FAR, indicate the source in N903.

CJ Clause Number

N902 127
Ng03 369
Ng04 373
NS05 337

Reference Number C AN 1/30
Reference number or identification number as defined for a particular
Transaction Set, ar as specitied by the Reference Number Qualifier.

Free-form Description C &N 145
Free-form descriptive text.

Date o DT 6/6

Time O TM 4/4
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840 - REQUEST FOR QUOTATION

ANS! ASC X12 VERSION/RELEASE 003010DOD_ N1+ NAME

Optional

Segment:
Level:
Loop:

Usage:
Max Use:
Purpose:

Syntax:

Comment:

N1 Name

Jetait

N1 Repeat: 200

Optional

1

To identify a party by type of organization, name and code

1. At least one of N102 or N103 must be present.

2. If either N103 or N104 is present, then the other is required.

This segment, used alone, provides the most efficient method of
providing organizational identitication. To obtain this efficiency the "ID
Code" (N104) must provide a key to the table maintained by the
transaction processing party.

Implementation Note:
Addresses are typically defined using N101,N103, and N104. N102 and N2 - N4 should be used

when the ship to addressee cannot be described with a zip code.

Data Element Summary

REF. DATA
DES. ELEMENT w ATTRIGUTES
Mandatory N101 98  Entity ldentifier Code M ID 22
Code identifying an organizational entity or a physical location.
ST Ship To
Conditional N102 93 Name C AN 1/35
Free-form name.
Conditional N103 66 Identification Code Qualifier cC D 1/2
Code designating the system/method of code structure used for ldentification
Code (67).
16 ZIP Code
Conditional N104 67 ldentification Code c b a7
Code identiying a party.
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N2 - ADDITIONAL NAME INFORMATION

ANSI ASC X12 VERSION/RELEASE 00301000D _

Optional

Mandatory

Optlional

Segment: N2 Additional Name Information
Level: Detail
Loop: N1
Usage: Optional
Max Use: 2
Purpose: To specify additional names or those longer than 35 characters in length
Data Element Summary
REF. DATA
DES. ELEMENT _ NAME ATTRIBUTES
N201 93 Name M AN 1/35
Free-form name.
N202 93 Name O AN 1/35

Free-form name.
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840 - REQUEST FOR QUOTATION
ANSI ASC X12 VERSION/RELEASE 003010DOD_ N3 « ADDRESS INFORMATION .

Segment: N3 Address Information
Level: Detail

Loop: N1

Optional Usage: Optional

Max Use: 2

Purpose: To specify the location of the named party

Data Element Summary

REF. DATA
DES. ELEMENT  NAME ATTRIBUTES

Mandatory N301 166 Address Information M AN 1/35
Address information

Optional N302 166 Address Information O AN 1/35
Address information
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N4 - GEOGRAPHIC LOCATION ANSI ASC X12 VERSION/RELEASE 003010D0D _

Optional

Conditional

Conditional

Optional

Optional

Not Used
Not Used

segment: N4 Geographic Location
Level: Detail
Loop: N1
Usage: Optional
Max Use: 1
Purpose: To specify the geographic place ot the named party
Syntax: 7. At least one of N401 or N40S must be present.
2. 1t N401 is present, then N402 is required.
3. If either N405 or N406 is present, then the other is required.

Comments: 7. A combination of either N401 through N404 (or N405 and N406) may
be adequate to specify a location.

2. N402 is required only if city name (N401) is in the USA or Canada.

Data Element Summary
REF. DATA
DES. ELEMENT _ NAME ATTRIBUTES
N401 19  City Name C AN 219
Free-form text for city name.
N402 156 State or Province Code c D 2/12
Code (Standard State/Province) defined by appropriate governmental agencies.
N403 116 Postal Code o 1D 4/9
Code defining international postal zone code excluding punctuation and blanks
(zip code for United States).
Implementation Note:

Use only when the "ship to” address has no zip code but may have another type of postal code (e.g., ina
foreign country).

N404 26 Country Code O D 272
Code identifying the country.
Implementation Note:
A translation able will be required to conver! those standard codes used by the DoD, as contained in DoD
Manual 5000.12-M, 10 those used in the X12 standards.
N405 309 Location Qualifier o ID 1/2

N406 310 Location Identifier C AN 1725
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ANS] ASC X12 VERSION/RELEASE 003010DOD_

840 - REQUEST FOR QUOTATION
CTT - TRANSACTION TOTALS

Mandatory

Mandatory

Not Used
Not Used
Not Used
Not Used
Not Used
Not Used

Segmeont:
Level:
Loop:

Usage:
Max Use:
Purpose:

Syntax:

Comment:

CTT Transaction Totais
Summary

Mandatory

.

To transmit a hash total for a specific element in the transaction set
1. CTT03 is present, then CTT04 is required.

2.1 CTTO5 is present, then CTTO06 is required.

This segment is intended to provide hash totals to validate transaction
completeness and correctness.

Data Element Summary

REF. DAYA

DES. ELEMENTY

CTT01 354

HAME ATTRIBUTES

Number of Line items M NO 116
Total number of line items in the transaction set.

implementation Note:
Total number of PO segments.

CTT02 347
cTT03 81

CTT04 355
CTT05 183
CTTo6 355
CTTo7 352

Hash Total O R 110
Weight O R 1/8
Unit of Measurement Code c D 212
Volume O R 1/8
Unit of Measurement Code cC D 2/2
Description G AN 1/80
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SE - TRANSACTION SET TRAILER

ANSI ASC X12 VERSION/RELEASE 003010D0OD_

Mandatory

Mandatory

Mandatory

segment: SE Transaction Set Trailer
Level: Summary
Loop:
Usage: Mandatory
Max Use: 1
Purpose: To indicate the end of the transaction set and provide the count of the
transmitted segments (including the beginning (ST) and ending (SE)
segments).
Comment: SE is the last segment of each transaction set.
Data Element Summary
REF. DATA
DES. ELEMENT NAME ATTRIBUTES
SEO1 96  Number of included Segments M NO 1/6
Total number of segments inciuded in a transaction set including ST and SE
segments,
SEO02 329 Transaction Set Control Number M AN 49

ldentifying controi number assigned by the originator for a transaction set.

Impiementation Note:
Thi: is the same number as the one in ST02.
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In this chapter, applicable ASC X12 forms are presented.
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. Z19DIA DEORMA TION MANUAL

VIl - FORMS, FORMS, FORMS :

ASC X12 Work Request Form

ASC X12 New Project Proposal Form

ASC X12 New Transaction Set Development Form

Form for New or Revised Appendix A Code Sourcs Reference

Document Preparation for Interpratations. Guideiines and Control Standards
Sample Transmittal Form

ASC X12 Baliot Commaent Response Letter Format

ASC X12 Standards Order Form

. FALL 1908 Vili-i
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Rev. 5/10/90 DM NUMBER R o
A ecretariat Only
DATE SUBMITTED ASC X412

WORK REQUEST FORM

ALL REQUESTS MUST BE TYPED or printed legibly in black ink. Compiete both sicies.

1. TO USE THIS FORM FOR SUPPORTING DATA MAINTENANCE FOR A NEW DRAFT STANDARD OR X12 INTERPRETATION, et o
requicament on ONE form. Use sftiachments as necessary. List first sl new segments. hen all New dats siements /00des/COGE S0U/ORE.
Then list revisions 10 existing segMments and data siements/codes/code sources. Then st any othens (8.g.. X12.5, X12.8}.

2 TO USE THIS FORM TO REQUEST A CHANGE TO AN EXISTING STANDARD, use s separaste Work Request Form 1o iist sXf changes tor
ONd rANSACEON S41, NG 20GMENt, ONG CONTOl STUCHING, Or One data Slement. Al sections Mmust be compieted. Aachments may e used

for continuation and should be numbered.

3. TO USE THIS FORM TO REQUEST A PROPOSED NEW X12 PRQUECT, compiets Section A, Provide & purposs /scope and describe any
new features involved in Saction 8. Provide & description of the business need and justification for the New Project in Section C/Part i The
Work Request will be forwarded 10 an appropriate Xt2 suboommities for analysis and preparstion of & project Propossl.

Circle One: (1) New Standard Supporting Data Maintenance (use attachments)
(2) Existing Standard Maintenance Request (see Section D)
(3) Request for New X12 Project

Acronyms/abbreviations cannot be added 15 1he standerds. Industry-apecific terms Must be clearty expiained. Provide Appendix A code
S0urce referances 1or all exterally published code flats cied. INCOMPiets 10MMS O 1IN WM INBAEQUAIE SUPPON 10 1he ChANQe requested
will Be retumed 10 the submitter. .

A. SUBMITTER INFORMATION

Submitter: Name

Company
Address

Address /2P
Phone

Indicate the X12 subcommittee or task group whose position is repressnted here.
| deciare that this represents the official position of X12 WORK GROUP:
established at the meeting dated .

8. PROPOSED WORK: List the specific changes to the standards being requested. Give the names and
assoclated identifiers of the standards, segments, data slements and codes sffected.
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Page Two

C. REASON FOR CHANGE:

Part I: List the version/releass of the standard You are using or using as & reference. Namae the transaction set
that Is being/will be used that dictates the requested changed. List affected segments and data siements, or
other standards. Provide only refersnce numbers/IDs.

Refersnce Source
Transaction Set Used

Version 2/Release

Segmaent Aftected

Data Element Affected

Other Standard

Part li: Explain why you need the proposed change. Provide s compiete scenario that tells what the business
function, operation, or problem is that will be satisfied by a change to the standard. The X12J Technical
Assgssment Subcommittes requires enough information in this Pant Il 1o be able to proposs an altemate solution ¥

necessary.

D. RAMIFICATIONS: 1f you circleG (2) on Page 1, compiste this section. To ensure that all ramifications of your
proposed change are recorded and that your request is comgiete. circie below alt sactions of the standarcs

affectad by the proposed change.

TRANSACTION SET  Neme
Segrment Positdon
Loop Mepeat
Deietws Segment

SEGMENT derifier

Aag OF
Raguire. Des.
Commenm

DATA ELEMENT Narme

Min/Max
CODE
OTHER {8.g., X125, X12.8):

Add code

Table Notwe/Comvnent
fagquire. Dee. Max. Use
Loop Swucwre Ad Segrment

Name Definition
Duelets DEPoniton in Segrment
Syntax Now Semantic Nole
Description Type

Delew Code Rovies Code

ERRORS NOTED IN THE STANDARD (Give page no. and other identification):

SASELINE AS OF: JANUARY 20, 1983
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Rev 4/1/80

PP No.

(Secretariat Only)
ASC X12
NEW PROJECT PROPOSAL FORM

PROCEDURE: Only X12 subcommittees may use this form to register new development activities as X12 project
proposals ("Ps). Complete all pages. PPs approved by the X12 Procedures Review Board will be registered and
assigned a PP number by DISA, and a Transmittal Form will be issued.

Date and complete the form below. Type or print legibly in biack ink and number all attachment pages
consecutively. Submit 1o DISA prior to an ASC X12 meeting, or to X12J Technical Assessment Subcommittee
during the subcommittee's agenda period at an ASC X12 meeting.

Date Submitted:
Date Approved by Subcommittes:

Subcommittee Name:
Task Group Name/No.:

Joint Davelopment Subcommittes (if any):
Circle one: (a) Transaction Set (b} Guideling (¢} Other
Project Working Thtle:

Officisl Delegate(s) for This Project To Be Named on Transmittal Form:

Name Name
Company Company
Address Address
Address/ZIP Address /ZIP
Telephone Telephone
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A PURPOSE AND SCOPE FOR THE PROPOSED WORK: Provide a well-defined purpose;/scope for the
proposed work. See X12 Design Rules and Guidelines for requirements.

B. BACKGROUND: Provide datals that will bs heipful In reviewing the proposal. Who are the expectad users?
How wil the standard be used? What business function(s) does I serve?. If the proposed standard overiaps the
functionality of an existing standard or one in devesiopment, provide justification. If the proposal is not for 8 new
standard or guideling, describe the project in detal. (Use attachments I necessary.)

C. OTHER STANDARDS INVOLVED: W sppiicable, ientily any other business information standards thet are
simiar/related 10 the proposal, and name standards developers (¢.g., ANS! Accreditad Standards Commitiees)
whose activities may be invoived or affected.

D. EXPECTED CONTENT/GENERAL DESCRIPTION: (OPTIONAL) Submitter may attach a preliminary draft of
the propossd standard or other supporting documentation. Discuss new segments, data slements, contral
structures, and changes to X12.5 or X12.6 that are required or anticipatad. (Use attachments.)
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FORM FOR NEW OR REVISED “ @
APPENDIX A CODE SOURCE REFERENCE
INSTRUCTIONS: Complete this form whenever a new data element of data slement code s requested to be

added which references a code list published by an extermal (non-X12) organization. Use one form for each new
reference. This form may be used to revise current references; fill out the appropriate areas below.

CIRCLE ONE, COMPLETE AS APPROPRIATE:

{1) NEW REFERENCE
(2) REVISED REFERENCE, Current reference number/name

REFERENCE TITLE: If there is only one source for codes for the data element, the titie should be the same as the
data element name. if there are multiple codes referencing external code sources for the same data siement, tite
should approximate the code da’inition.

REFERENCE TITLE:

DATA ELEMENTS USED IN: Give the data element reference number and name which directs the user to this
Appendix A code source reference. Give the code ID (i assigned) K this is for a specific code of the data elemaent.

USED IN: DE No. , Code ID .

SOURCE: Provide the name of the publication which contains the codes referenced.

PUBUSHED IN:

AVAILABLE FROM: Give the publisher, or cther contact, from whom the user can oblain the document.

Name/Attn of
Company
Address
Address
Address/ZIP

ABSTRACT: Briefly describe the publication, its purpose, and indicate what codes k contains.

ABSTRACT:
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Aav. 4/1/90

DOCUMENT PREPARATION FOR
INTERPRETATIONS, GUIDELINES AND CCNTROL STANDARDS

Thesas instructions are provided 10 assist developers of interpretations, guidelines and control structure which are
not transaction sets (for transaction sets use the New Transaction Set Development Form).

GENERAL: DISA provides titie page and front matter for publications and copyedits the document according to
DISA house style.

REVISIONS: ! the document is a revision of a previously published interpretation, guideline or standard, provide a
summary of the changes to the original that are contained in the document.

{ INTERPRETATIONS

A formal imerpretation of an X12™™ Standard is considered part of the body of standards when it is approved for
publication. The interpratation draft should state the issue presentsd by the requestor, state the proposed
interpretation, and show s attachments any Work Requests that may be necsssary to effect the interpratation
within the subject standard. The draft interpretation is processed (ke any other subcommittee document

i GUIDELINES
For publication purposes, guidelines are treated like a journal article. Basic requirements are given below.

ABSTRACT: This is a precise summary of the Purposs/Scope (see below), and may be identical to & i that is drief
. (two paragraphs); otherwise summarize the purpose/scope. it should contain enough information about the
documaernt to enable a reader determine what the guideiing is intended to accomplish within an EDI environment.

PURPOSE AND SCOPE: This statement must indicate purpose of the guideling, 8.g.. the business function or
operstion addressed. Scope and any specific fimitations of scope should be defined.

B0DY OF TEXT: This may be a number of subsactions logically organized. Provids sections for foreword,
introduction, definition of terms and concepts, references and reiated standards, methodalogy, specifications,
requirements, discussion, and conciusions, as appropriate to0 the subject

ART AND GRAPHICS: Graphics or artwork nacessary to Hlustrate the documnent are encouraged. Provide
camera-ready copy ¥ thess are not aiready prepared and delivered on s WP diskette to DISA.

FOREWORD, FOOTNOTES, APPENDICES: These may be used for purposes of clarity, Blustration, or general
indormation, not as “part of the guideline.” A statement indicating the material is for information purposes only and
not parnt of the guideline shall appear at the beginning of a foreword or appendix.

i CONTROL STRUCTURES AND OTHER STANDARDS
For publication purposes, these documents are treated like guidelines (see Section Il above). The requirements are
the same, with the addition of the foliowing:

NEW SEGMENTS AND DATA ELEMENTS: These may be defined within ths text; however, since they represant
changes 10 X12.22 and X12.3, they should be specified on 2 Work Request Form attached to the draft.

RELATED X12™ STANDARDS AND OTHER REFERENCES: These shall be identified in a section within the text.
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Page Two !

FORMA': “This Draft Standard for Trial Use containg the format and establishes the data conterts of the
Transsction Set (___) for use within the context of an Electronic Data interchangs (EDY)
ervironment. The transaction set (can de used 1o...)*

C PURPOSE AND SCOPE This siatement must indicate the hull range of capabikies of the transaction set. and
who the senders/recsivers are. Explain the business function or operation thet is addressed. Follow ASC X12
Design Rules and Guidelines and use this format:

FORMAT: “This standard provides the format and establishes the data conterts of the Transaction
Set within the cortext of an Blectronic Data interchangs (EDI) environment. This transaction set (can be used to...)*

D. TRANSACTION SET TABLE(S) For sach table provice the following iformation. FORMAT:

TABLE X
POSITION SEGMENT REQ. MAX. i00P REPEAT NOTE
NO.___ID _ TITLE _DES. USE. LQUNT _REF,
010 ST Transaction Set Header | 1 Note 1
020 BB Beginning Segment Por | 1 Comment 1
etc.
Note 1: Thia is a note. NOTES are pant of the standard (numbered). ‘

Comment A: This is & "omment. COMMENTS are not pan of the standand (ettered).

€ APPENDIX EXAMPLES Bxampies are used tO test the merk of the Propased UBNSsction and to eiain & 10
users. At least one exampie is mendatnry. No recognizable Proper names may be used in any example.

FIGURE 1: (Optional) Use & sampie paper document using mock data. I used, deta must be accurstely mapped
to Figurs 2. Original graphics must be attached (3-1/2x11°) 30 they can be sopied.

FIGURE 2 (or EXAMPLE): Thile the figure and provide a Business Scenerio to explain to the reader what is going
on in the eample. Add the note: “In this exampie the asterisk (*) represents the data siement saparator and the

N/L characters represent the sagment terminator.” Presant EDI transmission data and R8s meaning in two columng,
side-by-sicle. ZX or ZZZ codes are discouraged, since their ussfuiness in an explanatory eampie s nl. FORMAT:

BUSINESS SCENARIO: in this transaction set the sender is XYZ Retal Center and the receiver is their supplier.
Fantastic Products Marutacturing, inc....etc.

EDILTRANSMISSION DATA (TRANSACTION SET PURPOSE) DATA

ST+8XX*0003 N/L Begin Transaction Set 8XX; Control
No. 000S

BB#01%79800* N/L original Transmission; Ref. No.

79800
etc.

4.0.10 BASELINE AS OF:: JANUARY 29, 1993




DEPARTMENT OF DEFENSE
DAAFT IMPLEMENTATION CONVENTION

Rev. $/10/90
OM Number
{Secretariat Oniy)
Document No. _
{Developer Obtaing from DISA)

ASC X12
NEW TRANSACTION SET DEVELOPMENT FORM

INSTRUCTIONS: Use this form to submit a draft transaction set for review by X12J Technical Assessment untl it is
text processed by DISA. Use a new Transaction Set Development Form whenever revisions are proposed and a
text fie has not yet been prepared by DISA.
ATTACHMENTS: Attach alt pages; use this form as the first. Follow these instructions for preparing materials.

The submitter must obtain a document number assignment from DISA. Post R 10 this form (above).

Attach a List of Revisions if the draft was previously reviewed by X12J or K this is a revised/redesigned
transaction set standard requiring X12 ballot

‘ Use ONE Work Request Form 10 list all supporting data maintenance for the transaction set and attach &
1o this form. Propose new or revised codes for DE 143 and DE 479 at a minimum, ¥ required.

A Transmittal Form must accompany this document when R is submitted to DISA for distribution.
Use the most recent X12™ Standards Development Workbook to check your document for sccuracy.

A. SUBMITTER INFORMATION

Submitter: Name
Company
Address
Address/ZIP
Phone

Indicate the X12 subcommittee or task group whose position is represented here.
| declare that this represents the official position of X12 WORK GROUP:
established at the masting dated .

B. ABSTRACT The Abstract is registered with the Amaerican National Standards Instituts. It is & precise summary
of the Purpose/Scope (see Section C below). it may be identical to the Purpose/Scope ¥ that is brief (two
paragraphs), otherwise summarize I e purpose/scope. it should contain enough information about the standard
to enabie a potential user determine what equivalent paper transaction R represents or what the standard is

. intended to do. Follow the format on page two.
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Rev. 5/10/9C

SAMPLE TRANSMITTAL FORM

inRtialized

KEY DATE: February 15, 1990

DELEGATE'S NAME

John Doe

RESPONSIBLE SUBCOMMITTEE /TG# ASC X12Q XX Subcommittes /TG4
TRANSACTION SET/GUIDELINE TITLE X12XX ABC/XYZ TRANSACTION SET (8XX)

BALLOT Document No.
Current Document No.
Previous Document No.

Project Proposal No.
Associated WR/DM No.

ASC X12Q/90-051
ASC X12Q/90-004
PP-999Q

DM 012-180

PROJECT PROPOSAL
PP Review by X12J
PRB Approves PP

(DATE) 2/7/90
(DATE) 2/9/90

DEVELOPMENT PHASE: Project proposal approval through approval for X12 vote.

Document Submittad for DISA Text Processing (DATE)
Subcommittee Approves Draft for Review by X12J, Tech Asssssment (DATE)
X12J Tech Assessmaent Review (DATE)
PRB Approves Documernt for X12 Vote (DATE) .

ORIGINAL BALLOT DATA (DISA):

Ballot Closed Date

Tally/Comments Sent to Chair/Delegates (DATE)

(DATE)

Tally Stats (Number and Percent)

Ballots Malled

(100%)

Ballots Retumed (___%)

—___Approved

%

—_Appw/Comment (___%)
Disapproved %

Abstained

%

4.0.12
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Page Two

COMMENT RESOLUTION PHASE: See Sections A, B and C. If the subcommittee at any time decides to rebaliot
the document, PRB approval is required and response ietters are not Necessary.

A. COMMENT RESPONSE LETTERS: An Open Focum must be scheduled at the next X12 meeting following the
balot closing date. All thoss who commented recsive a comment responsa letier from the developing

subcommittee. DISA records this process and handies the maling.

Open Forum Date (OATE)
Responss Letters Maled Owt by DISA (DATE)
Rebuttal Period (30 days) Closes (DATE)
ADJUSTED BALLOT DATA (DISA):

30-Oay Response Review Closed Date (DATE)
Tally/Commaents Sent to Chair/Deleyates (OATE)

Tally Stats (Number and Percent)
—— Balots Malled  (100%)

Ballots Retumed {__ %)
. Approved (%
—_Appw/Comment (__ %)
o Disapproved (%
—Abstained (%

B. SUBSTANTIVE REVISION: if baliot commaents result in substantive revisions to the document, thess are
reviewed by X12J and processsd by DISA. The revised document is submitted to X12 voters for a J0-day review
period. DISA records this process/handies maling. Subcommittees should conduct 30-day reviews for response

letters/revised doruments concurrently.

Subcommittee Approval of Revisions (DATE)
X12J Review of Revisions (DATE)
DISA Malis Revised Document (DATE)
Substantive Revision 30-Day Review Closes (DATE)
ADJUSTED BALLOT DATA (DISA):

30-Day Substantive Change Review Closed Date (DATE)
Tally/Comments Sent to Chair/Delegates (DATE)

Tally Stats (Number and Percent)
Ballots Malled  (100%)
Ballots Returned  (__%)
Approved (%
App w/Commant (__ %)
Oisapproved (%
Abstained %

BASELINE AS OF; JANUARY 28, 1993
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Page Tvee .

C. CONTINUING OSJECTIONS. If there are continuing disapprovals after the 30-day review period. the
document/disapprovals/responses/ continuing objections are maled to X12 members who originally cast a baliot,
for another 30-day review, to give them an opportunity to change their vote.

Continuing Objections Maled to Chair/Delegate by DISA (DATE)
DiISA Mals Documents (DATE)
30-Day Review Closes (DATE)

FINAL ADJUSTED TALLY (DISA): Whenever any disapprovals are withdrawn, a ietter to this effect must be
received in writing by DISA

Final Tally Resuits Sert to Chair/Delegate (DATE)
30-Day Review Stats (Adjusted Tally)

Ballots Malled  (100%)

Ballots Retumed {__ %)

Approved L)

App w/Comment (__ %)

Disapproved %

Abstained %)

PRB APPROVAL PHASE: After the comment resclution period, the subcommities votes to submilt the document .
to the PRB for approval to publish.

Subcommittee Votes to Release to PRB (DATE)
PRB Approves Publication (DATE)

FOR DRAFT STANDARDS FOR TRIAL USE:
VERSION/RELEASE/SUBRELEASE 1D CODE ASSIGNED:
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Page Four

TRANSMITTAL FORM INSTRUCTIONS:

GENERAL: This Transmittal Form ls a TURNAROUND DOCUMENT which records the history/current status of &
project document. 1t is used to exchange information between the Secretariat and the committess of X12.
information is cumulative (add on). mmnmwmmmuwpumau
mandatory for submitting documents to DISA, X12J Technicai Assessment. and the PRB). Document control
numbers are still required on sach document, and Naw NUMDers are required whenever & is revised.

KEY DATE: This is usad to identify the latest version of the document (date associated with the curment tranemintal
form update).

DELEGATE: Each subcommities designates an indMidusl (delegate) from the group responsibie for the project.
The Secretariat must be informed I the delegste changes.

INITIATION: Primary data is recorded by DISA on the inRialized form after the project proposal is approved by the

. PRB. The subcommittes chalr and delegate(s) receive the intisiized Tranemittal Form from DISA; thereafer, they
are responsibie for reconding the approgprists subcommittss approval dates. The chair/delegats will recsive a copy
of the updated transmittal form whenever R is revised by DISA.

UPDATING: At each appropriste step, DiSA wil POST fresh data o the form, ADD the nxt approprigte bianks to
the form, and SEND R 10 the subcommities chair/delegate st each status change. The delegate must POST the
form with fresh data at sach status change for which the subcommitise is responsibie and SEND & with the
appropriate document to the Secreteriat.

BASELINE AS OF : JANUARY 29, 1993 4.0.18




DEPARTMENT OF DEFENSE
DRAFT IMPLEMENTATION CONVENTION

GENERAL INFORMA TION

APTER AN X12 SALLOT, THE AEBPONSIBLE SUSCOMMITTEE (OR ITS OESIGNATED TASK GAOUP) MUBT mepond in writing © of
disapproval vous. The Organzation § Procadures manual (OPM) s et YOU % A0t MGUTEL I MEEONd B N0 Members who
APProved wrih comment, but typcally & COMMININS X responded 1. Th-w;nmmdmmmum
with w Subcommtiee Cheir.

Thare are wo respones BB formass from which 1 dhaoes: & generc ioler wiveh wil e servt 10 off commenprs, and & INdvalalzed
RERONSS 1 sech commentr. 368 INATUCEONS delow and he SRachments.

OPTION 1: GENEMC LETTER (MASTER LETTER) TO ALL COMMENTORS

You may prepare ane ietier 1 be sent © al commeniors. Every comment recsived must B reproduasd in your eler. For each camment
lsted, name e commentr (X12 Marmber company name) end the voly recorded for them.  Lirk your respares 9 e commers. i yeu
choose s 0pEon, you May group he comments which are smiler and respond © em 88 & growp. Every mamber fu deapproved must be
repanded B.

OFON 2 INDIVIOUAL LETTER TO EACH COMMENTOR
You may prepare ane lstiar for each commentor. i you choose this aplion, you need nat repast the ariginal aomment provided on the bellot
Folow 1w wusl business istier style and e general ngtructons betow. Every member it disapproved must B8 reponed 1.

INBTRUCTIONA

STEP 1: Plan & print he frst page of your iNGar(s) on ASC X12 lsterhead. ¥ you dont have lstlirheed, you can ebiin some Fom e
Secremnat or reproduce e sample attached. Yeu Mey not USS persenal. corporis, o biank WGErhend oy Y COMMENt rNeponas ENIs).

STEP 3: Cal e Secretariet for 3 documant convol number. This number must appeer In $1e upper gt cormar of the st page of T lwaer.
¥ you send an individugilzed 90 B sach COMMEntr, The AOCUINent conwal MunMber assigned for T first lser will be Tollowed by an “A°
(0.5.. ASC X125/TGS/O0- 120A), e second by & '8° (0.g., ASC X 12/TGeN0-1208), ez

STEP 3: Chooes your ieter format eption (see General informaton abeve).

STEP 4: Prepare the iethir following the ouliing, below using & typical business leusr Iormat.
a Provite g conuct nams (sender's) in he upper night comar box ot e leterhead; include phone mumber,
b. Prnt the Socument Conol Aumdar under the ieterhead box.
€. Pravt e daw under he daoument conwol Aumber.
4. Address the istier 1o the individual, or far & generic lslier inckude an edtreesse ine and subject ine.
0. include an iInvoduomry paragraph ¢o e lssue is properly kienthed 1 e eiresess.
1. You may wish 1 mcap the baliot iy (Yom your Tranemital Form) for e indormesion of he render.

STEP 4: Forward he ners © he Secromrial, Anarion Secrvriat Servioss, with 8 Cover ieaer requesting distiution of te epones

Duer(s) you have prepared. When tha leiers have deen dstrduasd, he Jropct delege®s &g subCOMMte char wil rCEVe @ WG
Transmaml Form wiwch has 1he mading dese and 30-day revew pancod dosing daw poeted.

Asschrmers: X12 Loterhesd Sampie
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Tum Jooesey
Accreaited Standardgs Cormmutiee Dan Smithey
OOersung uncer the procedures of the .
American Natonsl Standands Insutute (999) 999-9999
Joc.ment Ng
ASC X12C/TG20/90-999
June 28, 1990
TO: X12 Members Who Commested oa Modifications to
X12xx Coatrol Structures
RE: Response to Comments oo December Ballot

DMs 205289, 215289, 317289

Thank you for your comments. This ballot involved modificatioas to X120 Of the 327 ballots mailed, 153 ballots were
returned. Of these, 81 approved, LS approved with comment, 20 disapproved with commest and 37 abstained.

In general, the vote responses were in favor of the modifications. The majority of the commeats focused oa the impact

dmuenodiﬁuﬁouumemuuhdh{maﬁonhmxmmmn. The proposed modifications

MMmmmhmmm&wwhwmmtmmem A revised

modiﬁuﬁmtoxnnwnviewdbyncniul&mmuthﬂmmmm Modifications to the

doameuhnbeeunaawmmmtomemum&onthibnﬂot.udnwiwdeopydxnnh
. being distributed to all who voted on this issue, for 30-day review of revisions.

Specilic responses to commeats follow.

COMMENT: Automobile Corporation
*Add the following note to Paragraph 33: NOTE: Communication protocol characters should be excluded from the
character ser”

RESPONSE:
Tkmhmuumﬁh&ﬂgpquhbdﬁnhhwmwohﬁmu&:ww
modifications to X12xx.  X12.xx is a Jifficukt standard to amead. We request that ballot responses be considered oa the
merits of the recommeaded modifications and oot oa the standard as & whole. Your comment was outside the scope of
the requested modifications.

BASELINE AS OF: JANUARY 29, 1993 4.0.17




DEPARTMENT OF DEFENSE
DRAFT MPLEMENTATION CONVENTION

Page Two .

COMMENT: Aircraft Engine Corporation
“Some coasideration for Abstract Syntax Notatioa One (ASN.1) should be allowed,

1. ASN.1 is capable of defining all of the necessary inter-relations nceded by X12 transactioss.
2 ASN.1 requires less characters to defioe the same information.
3. ASN.1 is the encoding scheme used by most OSI work.*

RESPONSE:
The recommeadatioa to consider usage of ASN.1 encoding reaches far beyoad the scope of the modifications requested
in this ballot. Activities such as this are best submitted as separate work requests.

COMMENT: Some Solftware Inc.

“Coaditionality of data clemcats should be left to the discretion of implementation guidelines and agreements. There is
much discussion at times as far as whether certain data elements should be mandatory or aot; many application systems
are incapable of providing certain ‘'mandatory information and, as such, filler-type data must be inserted.’

RESPONSE:

The issue of data clemeat conditionality as a whole is a much broader subject than was intended to be addresscd within
the scope of this ballot. This ballot was inteaded to provide a means for consistent documentation and application of
already existing conditional structures. If the commentor believes that the conditional structure should be removed from
the standard, the task group recommeads that this be submitted as 3 separate work request.

Etc. .
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ASC X12-ELECTRONIC DATA INTERCHANGE {EDI)

Accreated Standaras Comrrttee Joe Somebody
opersuLng under the proceoures of the Chair TG19, X12C
Amencan Natons! Standercs nstuse (999) 999-999%
Cecument No
ASC X12C/TG8/90-998A
August 10, 1990
Mg, Jase Doe
American Bank
Oue Ceatral Plaza
Middle America, MO 99999
RE: Respoase to Ballot Commeats on
ASC X12 Model Guideline
Dear Ms. Doe:

Subcommittee X12C has empowered its Task Group 19 to provide responses to the comments oa this ballot. The
members of TG19 wish to thaak all X12 members who took the time sad effort to vote oa this guideline. We
especially thask each individual who provided comments, whether ia approval or disappeoval of the guideline. We
recognize and appreciate your careful review of this document.
memihyedw&enwkmhmemmwwmm

RESPONSE
1. We agree with your commeat. In Section 4.2.2, we have replaced “we utilize rules _.° with “rules .. are utilized".

2 The confusion between Section 4.2.3 and Section 6.2 oaly exists because of the example we chose in the first
section. This is a bypothetical exampie, of a simplificd model Headers and trailers can be placed on the conteal at
ALL levels, and do not sccessarily correspond to ASC X12 beaders and trailers.

3. We agree with your commeat. Section 6.2 has been changed 5o that “the establishment of _.° was added (o iems
land 4,
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5.0 GLOSSARY

5.1

This chapter contains ASC X12 and DoD specific glossaries.

X12 GLOSSARY

ANSI
American National Standards Institute

ANSI Standard

A document published by ANSI that has been approved through
the consensus process of public announcement and review. Each
of these standards must have been developed by an ANSI commit-
tee and must be revisited by that committee within 5 years for
update. See Draft Standard for Trial Use (DSTU).

Area Transaction Set

Identifies a predefined area within a transaction set (header, detail.
summary) containing s:gments and their various attributes.

ASC X12
Accredited Standards Committee, X12 comprises industry mem-
bers who create EDI standards for submission to ANSI for sub-

sequent approval and dissemination; or for submission to the
UN/ECE for approval and submission of UN/EDIFACT stan-dards.

Authentication

A mechanism which allows the receiver of an electronic transmis-
sion to verify the sender and the integrity of the content of the
transmission through the use of an electronic “key” or algorithm
which is shared by the trading partners. This is sometimes referred
to as an electronic signature.

Compliance Checking

A checking process that is used to ensure that a transmission
complies with ANSI X12 syntax rules.

Conditional (C)

A data element requirement designator which indicates that the
presence of a specified data element is dependent on the value or
presence of other data elements in the segment. The condition
must be stated and must be computer processable.

Control Segment

A Control Segment has the same structure as a Data Segment but
is used for transferring control information for grouping data
segments. Control Segments are Loop Control Segments (LS/LE).
Transaction Set Control Segments (ST/SE), and Functional Group
Control Segments (GS/GE), defined in X12.6, and Interchange
Control Segments (ISA/IEA/TA1) defined in X12.5.

BASELINE AS OF: JANUARY 29,1993
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Data Element

The basic units of information in the EDI standards containing a
set of values that represent a singular fact. They may be single-
character codes, literal descriptions, or numeric values.

Data Element Length

This is the range, minimum to maximum, of the number of char-
acter positions available to represent the value of a data element.
A data element may be of variable length with range from mini-
mum (o maximum, or it may be of fixed length in which the
minimum is equal to the maximum.

Data Element Reference Number

Reference number assigned to each data element as a unique
identifier.

Data Element Requirement Designator

A code defining the need for a data element value to appear in the
segment if the segment is transmitted. The X12 codes are man-
datory (M), optional (O), or conditional (C). DoD may "require”
a segment which is optional by X12 standards.

Data Element Separator

A unique character preceding each data element that is used to
delimit data elements within a segment. Dod uses "*" as the
delimiter,

Data Element Type

A data element may be one of six types: numeric, decimal.
identifier, string, date, or time.

Delimiters

The delimiters consist of two levels of separators and a terminator.
The delimiters are an integral part of the transferred data stream.
Delimiters are specified in the interchange header and may not he
used in a data element value elsewhere in the interchange. From
highest to lowest level, the separators and terminator are segment
terminator and data element separator.

DISA
Data Interchange Standards Association. A nonprofit organization

funded by ASC X12 members which serves as the Secretariat for
X12.

DSTU

Draft Standard for Trial Use. Represents a document approved for
publication by the full X12 committee following membership con-
sensus and subsequent resolution of negative votes. (Final Report
of X12 Publications Task Group). The Draft EDI Standard for
Trial Use document represents an ASC X12 approved standard for
use prior to approval by ANSL. See ANSI Standard.

5.0.2
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EDI

Electronic Data Interchange. The computer application to com-
puter application exchange of business information in a standard
format.

Electronic Envelope
Electronic information which binds together a set of transmitted
documents being sent from one sender 1o one receiver.

Element Delimiter
A single-character which follows the segment idemifier and
separates each data element in a segment except the last.

Functional Group
A group of one or more transaction sets bounded by a functional
group header segment and a functional group trailer segment.

Functional Group Segments
GS/GE segments identify a specific functional group of documents
such as purchase orders.

Industry Conventions
Defines how the ASC X12 standards are used by the specific
industry

Industry Guidelines

Defines the ED! environment for using conventions within an
industry. It provides assistance on how to implement X12 stand-
ards.

Interchange Control Segments

ISA/TEA segments identify a unique interchange being sent from
one sender to one receiver (see electronic envelope).

Interchange Control Structure

The interchange header and trailer segments envelop one or more
functional groups or interchange-reluted control segments and per-
form the following functions: (1) defines the data eiement
separators and the data segment terminators, (2) identifies the
sender and receiver, (3) provides control information for the inter-
change, and (4) allows for authorization and security information.
(X12.5)

Loop

A group of semantically related segments; these segments may be
either bounded or unbounded (X12.6). The N1 loop is an example
of a loop, which includes segments N1 to PER for name and
address information.

Mandatory (M)

A data element/segment requirement designator which indicates
the presence of a specified data element is required.
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Mapping
the process of identifying the standard data element’s relationshup
to application data elements.

Max Use
Specifies the maximum number of times a segment can be used at
the location in a transaction set

Message
Entire data stream including the outer envelope

Optional (O)

A data element/segment requirement designator which indicates
the presence of a specified data element/segment is at the option
of the sending party which can be based on the mutval agreement
of the interchange parties,

Qualifier

A data element whic. identifies or defines a related element. set
of elements, or a segment. The qualifier contains a code taken
from a list of approved codes.

Repeating Segment
A segment that may be used more than once at a given location
in a transaction set. See Max Use.

Security
System screening which denies access to unauthorized users and
protects data from unauthorized uses

Segment

Segments consist of logically related data elements in a defined
sequence. A data segment consists of a segment identifier, one or
more data elements each preceded by an element separator, and
ends with a segment terminator.

Segment Directory

Provides the purpose and format of the segments used in the
construction of transaction sets. The directory lists each segment
by name, purpose, identifier, the contained data elements in the
specified order, and the requirement designator for each data
element.

Segment Identifier

A unique identifier for a segment composed of a combination of
two or three upper-case letters and digits. The segment identifier
occupies the first-character positions of the segment. The segment
identifier is not a data element. The segment identifier in
EDIFACT is a component data element — part of a composite
data element consisting of a segment identifier and an explicu
looping designator.

5.04
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Segment Terminator
A unique character appearing at the end of a segment to indicaie
the termination of the segment, e.g.. N/L.

Syntax

The grammar or rules which define the structure of the EDI
standards (i.e., the use of loops, qualifiers, etc.). Syntax rules are
published in ANSI X12.6.

Transaction Set

The transaction set unambiguously defines. in the standard syntax.
information of business or strategic significance and consists of a
transaction set header segment, one or more data segments in a
specified order. and a transaction set trailer segment.

Transaction Set ID

An identifier that uniquely identifies the transaction set. This
identifier is the first data element of the transaction set header
segment.

Translation

The act of accepting documents in other than standard format and
translating them to the standard.

Version/Release

Identifies the publication of the standard being uvsed for the genera-
tion or the interpretation of data in the X12 standard format. May
be found in the Functional Group Header Segment (GS) and in the
Interchange Control Header Segment (ISA). See Control Seyment.

VICS Committee

Voluntary Interindusity Communications Standards for Electronic
Data Interchange

X12

The ANSI committee responsible for the developmeunt and main-
tenance of standards for electronic data interchange (EDI).

X12.5

Interchange Control Structure. This standard provides the inter-
change envelope of a header and trailer for the electronic inter-
change through a data transmission. and it provides a structure to
acknowledge the reccipt and processing of this envelope.

X12.6

Application Control Structure. This standard describes the control
segments used to envelop loops of data segments, to envelop
transaction sets, and to envelop groups of related transaction sets.
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5.2 DoD GLOSSARY

AlS
Automated Information Systems

ASD(P&L)
Assistant Secretary of Defense (Production and Logistics)

DES
Data Encryption Standard

DISA
Defense Information Systems Agency

DLA
Defense Logistics Agency

1SA
Interchange Control Header Identifier

NIST
National Institute of Standards and Technology

NTE
Note Identifier

PLUS
Protection of Logistics Unclassified/Sensitive Systems

UN/EDIFACT
EDIFACT: Electronic Dawa Interchange for Administration, Com-
merce, and Transport
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